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HTG237                 1000 Watt 2 Channel Mosfet Amplifier

•     2 x 125W RMS @ 4 OHMS 
•     2 x 500W Max @ 4 OHMS 
•     1 x 1000W Max @ 4 OHMS Bridged 
•     2 x 225W RMS @ 2 OHMS 
•     Electronic Crossover Network 
•     Bass Boost Circuit 
•     Bridgeable at 4 Ohms 
•     2 Ohm Stereo Stable 
•     Gold RCA Inputs 
•     Line Outs for Left and Right Channel 
•     Low Pass Filter Controls 

•     High Pass Filter Controls 
•     Power and Protection LED Indicators 
•     Soft Turn-on/Turn-off 
•     THD: S/N Ratio: >90dB 
•     Channel Separation: >65dB 
•     Freq. Response: 10Hz~45KHz 
•     HPF Freq. Response: 80KHz 
•     LPF Freq. Response: 50Hz-250Hz 
•     Subwoofer Level Control 
•     Fuse: 25A x 1
•     Dimensions: 9.84’’(L) x 2.24’’(H) x 8.81’’(W)

HTG447                 2000 Watt 4 Channel Mosfet Amplifier

•     4 x 250W RMS @ 4 OHMS 
•     4 x 500W Max @ 4 OHMS 
•     2 x 1000W Max @ 4 OHMS Bridged 
•     4 x 350W RMS @ 2 OHMS 
•     Electronic Crossover Network 
•     Bass Boost Circuit 
•     Bridgeable at 4 Ohms 
•     2 Ohm Stereo Stable 
•     Gold RCA Inputs 
•     Line Outs for Left and Right Channel 
•     Low Pass Filter Controls 

•     High Pass Filter Controls 
•     Power and Protection LED Indicators 
•     Soft Turn-on/Turn-off 
•     THD: S/N Ratio: >90dB 
•     Channel Separation: >65dB 
•     Freq. Response: 10Hz-45KHz 
•     HPF Freq. Response: 80KHz 
•     LPF Freq. Response: 50Hz-250Hz 
•     Subwoofer Remote Level Control 
•     Fuse: 20A x 2
•     Dimensions: 14.96’’(L) x 2.24’’(H) x 8.81’’(W)

HTG2100D            2400 Watt Class D Digital Mosfet Amplifier

•     1 x 350W RMS @ 4 OHMS 
•     1 x 550W RMS @ 2 OHMS 
•     1 x 800W RMS @ 1 OHMS 
•     1 x 2400W Max @ 1 OHMS 
•     Electronic Crossover Network 
•     Bass Boost Circuit 
•     Bridgeable at 4 Ohms 
•     2 Ohm Stereo Stable 
•     Gold RCA Inputs 
•     Line Outs for Left and Right Channel 
•     Low Pass Filter Controls 

•     Power and Protection LED Indicators 
•     Soft Turn-on/Turn-off 
•     THD: S/N Ratio: >90dB 
•     Channel Separation: >65dB 
•     Freq. Response: 10Hz~45KHz 
•     HPF Freq. Response: 80KHz 
•     LPF Freq. Response: 50Hz-250Hz 
•     Subwoofer Remote Level Control 
•     Fuse: 40A x 2
•     Dimensions: 14.96’’(L) x 2.24’’(H) x 8.81’’(W)

HTG257                  2000 Watt 2 Channel Mosfet Amplifier

•     2 x 500W RMS @ 4 OHMS 
•     2 x 1000W Max @ 4 OHMS 
•     1 x 2000W Max @ 4 OHMS Bridged 
•     2 x 650W RMS @ 2 OHMS 
•     Electronic Crossover Network 
•     Bass Boost Circuit 
•     Bridgeable at 4 Ohms 
•     2 Ohm Stereo Stable 
•     Gold RCA Inputs 
•     Line Outs for Left and Right Channel 
•     Low Pass Filter Controls 

•     High Pass Filter Controls 
•     Power and Protection LED Indicators 
•     Soft Turn-on/Turn-off 
•     THD: S/N Ratio: >90dB 
•     Channel Separation: >65dB 
•     Freq. Response: 10Hz~45KHz 
•     HPF Freq. Response: 80KHz 
•     LPF Freq. Response: 50Hz-250Hz 
•     Subwoofer Level Control 
•     Fuse: 40A x 1
•     Dimensions: 12.99’’(L) x 2.24’’(H) x 8.81’’(W)

HTG157                  3000 Watt 2 Ohm Mono Block Mosfet Amplifier

•     1 x 650W RMS @ 4 OHMS
•     1 x 1250W Peak @ 4OHMS
•     1 x 1500W RMS @ 2 OHMS
•     1 x 3000W Max @ 2 OHMS
•     Electronic Crossover Network Bass Boost Circuit
•     2 Ohm Stereo Stable
•     Silver RCA Inputs
•     Line Outs for Left and Right Channel

•     Low Pass Filter Controls
•     Power and Protection LED Indicators
•     Soft Turn-on/Turn-off
•     S/N Ratio: >90dB
•     Freq. Response:10Hz~45KHz
•     LPF Freq. Response: 50Hz-250Hz
•     Fuse: 40A x1
•     Dimensions:12.99’’(L) x 2.24’’(H) x 8.81’’(W)

Heritage Amplifiers
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MAXP1200D         1800 Watts Monoblock Mosfet Power Amplifier

•     1 x 450 Watts RMS at 4 Ohms 
•     1 x 900 Watts Max at 2 Ohms 
•     1 x 1800 Watts Max at 1 Ohms 
•     Bass Boost Circuit 
•     Variable Phase Shift Control 
•     Variable Low Pass Crossover 
•     Anti-Thump Turn-On 
•     Tri-Mode Configurable 

•     RCA Line Input 
•     White Light Illuminated Crossover Control 
•     Power Protection LED Indicators 
•     Advanced Protection Circuitry 
•     Bass Boost Remote Control 
•     T.H.D: S/N Ratio: >95dB 
•     Frequency Response: 15Hz- 150Hz  
•     Dimensions: 10.47’’W x 2.46’’H x 17’’L

MAXP1055DN        2000 Watts Monoblock Class D Amplifier

•     1 x 250 Watts RMS at 4 Ohms 
•     1 x 500 Watts Max at 2 Ohms 
•     1 x 1000 Watts Max at 1 Ohms 
•     1 x 2000 Watts Max at 0.5 Ohms
•     Bass Boost Circuit 
•     Variable Phase Shift Control 
•     Variable Subsonic Filter
•     Variable Low Pass Crossover 
•     Anti-Thump Turn-On 

•     Tri-Mode Configurable 
•     RCA Line Input and Output 
•     White Light Illuminated Crossover Control 
•     Power Protection LED Indicators 
•     Advanced Protection Circuitry 
•     Bass Boost Remote Control 
•     T.H.D: S/N Ratio: >95dB 
•     Frequency Response: 15Hz- 150Hz  
•     Dimensions: 10.47’’W x 2.46’’H x 12.8’’L

MAXP1201DD         2000 Watts MonoBlock Class D Amplifier

•     1 x 500 Watts RMS at 4 Ohms 
•     1 x 1000 Watts Max at 2 Ohms 
•     1 x 2000 Watts Max at 1 Ohms 
•     Bass Boost Circuit 
•     Variable Phase Shift Control 
•     Variable Subsonic Filter
•     Variable Low Pass Crossover 
•     Anti-Thump Turn-On 
•     Tri-Mode Configurable 

•     Soft Turn On/Off 
•     RCA Line Input and Output 
•     White Light Illuminated Crossover Control 
•     Power Protection LED Indicators 
•     Advanced Protection Circuitry 
•     Bass Boost Remote Control 
•     T.H.D: S/N Ratio: >95dB 
•     Frequency Response: 15Hz- 150Hz  
•     Dimensions: 10.47’’W x 2.46’’H x 12.8’’L

MAXP1601DN         3000 Watts Monoblock Class D Amplifier

•     1 x 750 Watts RMS at 4 Ohms 
•     1 x 1500 Watts Max at 2 Ohms 
•     1 x 3000 Watts Max at 1 Ohms 
•     Bass Boost Circuit 
•     Variable Phase Shift Control 
•     Variable Subsonic Filter
•     Variable Low Pass Crossover 
•     Anti-Thump Turn-On 
•     Tri-Mode Configurable 

•     Soft Turn On/Off 
•     RCA Line Input and Output 
•     White Light Illuminated Crossover Control 
•     Power Protection LED Indicators 
•     Advanced Protection Circuitry 
•     Bass Boost Remote Control 
•     T.H.D: S/N Ratio: >95dB 
•     Frequency Response: 15Hz- 150Hz  
•     Dimensions: 10.47’’W x 2.46’’H x 15.5’’L

MAXP2051DN       4000 Watts Monoblock Class D Amplifier

•     1 x 1000 Watts RMS at 4 Ohms 
•     1 x 2000 Watts Max at 2 Ohms 
•     1 x 4000 Watts Max at 1 Ohms 
•     Bass Boost Circuit 
•     Variable Phase Shift Control 
•     Variable Subsonic Filter
•     Variable Low Pass Crossover 
•     2 Ohms Stereo Stable 
•     Anti-Thump Turn-On 

•     Tri-Mode Configurable 
•     RCA Line Input and Output 
•     White Light Illuminated Crossover Control 
•     Power Protection LED Indicators 
•     Advanced Protection Circuitry 
•     Bass Boost Remote Control 
•     T.H.D: S/N Ratio: >95dB 
•     Frequency Response: 15Hz- 150Hz  
•     Dimensions: 10.47’’W x 2.46’’H x 16.34’’L

Max Pro Amplifiers
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MAXP2760N         2000 Watts 2 Channel High Power Mosfet Amplifier

•     2 x 500 Watts RMS at 4 Ohms 
•     2 x 1000 Watts Max at 4 Ohms 
•     1 x 2000 Watts Max at 4 Ohms Bridged 
•     2 x 800 Watts RMS at 2 Ohms 
•     Electronic Crossover Network 
•     Bass Boost Circuit  
•     2 Ohms Stereo Stable 
•     Anti-Thump Turn-On 
•     Low Level Inputs 

•     RCA Line Input and Output
•     White Light Illuminated Crossover Control 
•     Power Protection LED Indicators 
•     Advanced Protection Circuitry 
•     Bass Boost Remote Control 
•     T.H.D: S/N Ratio: >95dB 
•     Channel Separation: >65dB 
•     Frequency Response: 10Hz- 40kHz 
•     Dimensions: 10.16’’W x 2.56’’H x 13.78’’L

MAXP2960N          3000 Watts 2 Channel High Power Mosfet Amplifier

•     2 x 750 Watts RMS at 4 Ohms 
•     2 x 1500 Watts MAX at 4 Ohms 
•     1 x 3000 Watts MAX at 4 Ohms Bridged 
•     2 x 1200 Watts at 2 Ohms RMS 
•     Electronic Crossover Network 
•     Bass Boost Circuit 
•     2 Ohms Stereo Stable 
•     Anti-Thump Turn-On 
•     Low Level Inputs 

•     RCA Line Input and Output
•     White Light Illuminated Crossover Control 
•     Power Protection LED Indicators 
•     Advanced Protection Circuitry 
•     Bass Boost Remote Control 
•     T.H.D: S/N Ratio: >95dB 
•     Channel Separation: >65dB 
•     Frequency Response: 10Hz- 40kHz 
•     Dimensions: 10.16’’W x 2.56’’H x 15.75’’L

MAXP4260N          2000 Watts 4 Channel High Power Mosfet Amplifier

•     4 x 250 Watts RMS at 4 Ohms 
•     4 x 500 Watts Max at 4 Ohms 
•     2 x 1000 Watts Max at 4 Ohms Bridged 
•     4 x 400 Watts at 2 Ohms RMS 
•     Electronic Crossover Network 
•     Bass Boost Circuit 
•     Variable Phase Shift Control 
•     2 Ohms Stereo Stable 
•     Anti-Thump Turn-On 
•     Tri-Mode Configurable 

•     Low Level Inputs 
•     RCA Line Input and Output  
•     White Light Illuminated Crossover Control 
•     Power Protection LED Indicators 
•     Advanced Protection Circuitry 
•     Bass Boost Remote Control 
•     T.H.D: S/N Ratio: >95dB 
•     Channel Separation: >65dB 
•     Frequency Response: 10Hz- 40kHz  
•     Dimensions: 10.16’’W x 2.56’’H x 12.8’’L

MAXP2651DN        5000 Watt Monoblock Class D Amplifier

•     1 x 1250 Watts RMS at 4 Ohms 
•     1 x 2500 Watts Max at 2 Ohms 
•     1 x 5000 Watts Max at 1 Ohms 
•     Bass Boost Circuit 
•     Variable Phase Shift Control 
•     Variable Subsonic Filter
•     Variable Low Pass Crossover 
•     2 Ohms Stereo Stable 
•     Anti-Thump Turn-On 

•     Tri-Mode Configurable 
•     RCA Line Input and Output 
•     White Light Illuminated Crossover Control 
•     Power Protection LED Indicators 
•     Advanced Protection Circuitry 
•     Bass Boost Remote Control 
•     T.H.D: S/N Ratio: >95dB 
•     Frequency Response: 15Hz- 150Hz  
•     Dimensions: 10.47’’W x 2.46’’H x 21.65’’L

MAXP2055DN       5000 Watts Monoblck Class D Amplifier

•     1 x 625 Watts RMS at 4 Ohms 
•     1 x 1250 Watts Max at 2 Ohms 
•     1 x 2500 Watts Max at 1 Ohms 
•     1 x 5000 Watts Max at 0.5 Ohms
•     Bass Boost Circuit 
•     Variable Phase Shift Control 
•     Variable Subsonic Filter
•     Variable Low Pass Crossover 
•     2 Ohms Stereo Stable 
•     Anti-Thump Turn-On 

•     Tri-Mode Configurable 
•     Soft Turn On/Off 
•     RCA Line Input and Output 
•     White Light Illuminated Crossover Control 
•     Power Protection LED Indicators 
•     Advanced Protection Circuitry 
•     Bass Boost Remote Control 
•     T.H.D: S/N Ratio: >95dB 
•     Frequency Response: 15Hz- 150Hz  
•     Dimensions: 10.47’’W x 2.46’’H x 21.65’’L

Max Pro Amplifiers
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MAXP104D            Max Pro 10’’ 1200 Watt Small Enclosure Dual 4 Ohm Subwoofer

•     Black Non-Pressed Paper Cone 
•     Specially Treated Foam Edge Suspension 
•     Stamped Steel Basket w/Hex Key Input Terminal 
•     Custom Designed Rubber Magnet Boot 
•     2’’ Dual Layer High Temperature Kapton Voice Coil 
•     60 + 60 oz. Heavy Double Stacked Magnet Structure 

•     1200 Watts Peak Power 
•     Dual 4 Ohms Nom. Impedance 
•     Fs: 50Hz, Qms: 4.92, Qes: 0.84,
•     Qts: 0.72, SPL: 85(dB), Vas: 4.908(Cuft)
•     Mounting Depth: 5.12”

MAXP124D            Max Pro 12’’ 1600 Watt Small Enclosure Dual 4 Ohm Subwoofer

•     Black Non-Pressed Paper Cone 
•     Specially Treated Foam Edge Suspension 
•     Stamped Steel Basket w/Hex Key Input Terminal 
•     Custom Designed Rubber Magnet Boot 
•     2’’ Dual Layer High Temperature Kapton Voice Coil 
•     80 + 80 oz. Heavy Double Stacked Magnet Structure 

•     1600 Watts Peak Power 
•     Dual 4 Ohms Nom. Impedance 
•     Fs: 40Hz, Qms:5.0, Qes: 0.90, Qts: 0.75, SPL:  
       84(dB), Vas: 5.204(Cuft)
•     Mounting Depth: 5.76”

MAXP154D            Max Pro 15’’ 2000 Watt Small Enclosure Dual 4 Ohm Subwoofer

•     Black Non-Pressed Paper Cone 
•     Specially Treated Foam Edge Suspension 
•     Stamped Steel Basket w/Hex Key Input Terminal 
•     Custom Designed Rubber Magnet Boot 
•     2.5’’ Dual Layer High Temp Kapton Voice Coil 
•     100 + 100 oz. Heavy Double Stacked Magnet

•     2000 Watts Peak Power 
•     Dual 4 Ohms Nom. Impedance 
•     Fs: 30Hz, Qms: 5.0, Qes: 0.90, Qts: 0.75, SPL:  
       89(dB), Vas: 6.02(Cuft)
•     Mounting Depth:7.64”

MCX4                    Max Pro 140 Watts 4’’ 2-Way Speakers

•     Standard 4’’ Size Fits OEM Locations 
•     High Quality Injection Cone 
•     Non-Fatiguing Butyl Rubber Surround 
•     1’’High Temperature Voice Coil 
•     0.5’’ Titanium Neo-Tweeter 
•     Livid Coated Steel Basket 
•     15 Oz Magnet Structure 

•     Power Handling: 70 Watts RMS / 140 Watts Peak 
•     Frequency Response: 66-20KHz 
•     Impedance: 4 Ohms 
•     Mounting Depth: 2.15’’ 
•     Includes Custom Wire-Mesh Grills,  
        Wires and Installation Hardware

MCX6                    Max Pro 200 Watts 6.5’’ 2-Way Speakers

•     Standard 6.5’’ Size Fits OEM Locations 
•     High Quality Injection Cone 
•     Non-Fatiguing Butyl Rubber Surround 
•     1’’High Temperature Voice Coil 
•     1’’Titanium Neo- Tweeter 
•     Livid Coated Steel Basket 
•     15 Oz Magnet Structure 

•     Power Handling:100 Watts RMS / 200 Watts Peak 
•     Frequency Response: 45-22KHz 
•     Impedance: 4 Ohms 
•     Mounting Depth: 2.56’’ 
•     Includes Custom Wire-Mesh Grills, Wires  
        and Installation Hardware

MAXP84               Max Pro 8’’ 800 Watt Small Enclosure 4 Ohm Subwoofer

•     8’’ High Power Subwoofer 
•     Non-Press paper Cone 
•     Specially Treated Foam Edge Suspension 
•     1.5’’ High Temperature Aluminum Voice Coil 
•     Magnet Weight: 50 Oz 

•     Impedance: 4 Ohm 
•     Fs: 60Hz, Qms: 4.08, Qes: 1.2, Qts: 1.1, SPL:  
       88(dB), Vas: 6.0(Cuft)
•     Mounting Depth: 4.08”
•     Rubber magnet Boot Cover

MAXP64               Max Pro 6.5’’ 600 Watt Small Enclosure 4 Ohm Subwoofer

•     6.5’’ High Power Subwoofer 
•     Non-Press paper Cone 
•     Specially Treated Foam Edge Suspension 
•     1.5’’ High Temperature Aluminum Voice Coil 
•     Magnet Weight: 40 Oz 

•     Impedance: 4 Ohm
•     Fs: 80Hz, Qms: 4.05, Qes: 1.3, Qts: 1.2, SPL: 
       87(dB), Vas: 6.8(Cuft)
•     Mounting Depth: 3”
•     Rubber magnet Boot Cover

Max Pro Subwoofers / Speakers
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MNX5000D            5000 Watt SMD Mini Digital Mono Block Amplifier

•     2100 Watts Peak Power @ 4 Ohm
•     3500 Watts Peak Power @ 2 Ohm 
•     5000 Watts Peak Power @ 1 Ohm
•     THD 4 Ohm Power 0.5%
•     1 Ohm Stable 
•     S/N Ratio (4 Ohm): 80dB
•     Frequency Response: 10Hz-350Hz
•     Variable LPF: 20Hz-350Hz
•     Variable Subsonic: 15Hz-45Hz
•     Phase Shift Control: 0-180°
•     Input Sensitivity: 200mV-6V

•     Bass Boost Variable: 0-18dB (45Hz FIX)
•     Power & Protection LED Indicators
•     Gold-Plated RCA Connectors & Screw Terminals
•     Thermal, Over load & Speaker Short Protection
•     Line In & Line Out
•     Thermal, Over load & Speaker Short Protection
•     Power & Protection LED Indicators
•     Remote Subwoofer Level Control
•     Soft Turn-on/Turn-Off
•     Fuse Rating: 30Ax4
•     Dimensions: 8.11’’ (W) x 2.12’’ (H) x 10.24’’ (L)

MNX460                1600 Watt 4 Channel Mini Mosfet Amplifier

•     4 x 200W RMS @ 4 OHMS
•     4 x 400W MAX @ 4 OHMS
•     2 x 800W Max @ 4 OHMS Bridged
•     4 x 320W RMS @ 2 OHMS
•     2 Ohm Stereo Stable
•     Bridgeable at 4 Ohms
•     Nickel Plated RCA Inputs
•     Low Pass, High Pass Filter Controls
•     Power and Protection LED Indicators

•     Soft Turn-on/Turn-off
•     S/N Ratio:>90dB
•     Channel Separation:>65dB
•     Freq. Response: 20Hz~40KHz
•     Electronic Crossover Network
•     HPF Freq. Response: 50~500Hz
•     LPF Freq. Response: 50~500Hz
•     Dimensions: 1.73’’H x 6.22’’W x 8.03’’D

MNX3000D            3000 Watt SMD Mini Digital Mono Block Amplifier

•     1250 Watts Peak Power @ 4 Ohm
•     1950 Watts Peak Power @ 2 Ohm 
•     3000 Watts Peak Power @ 1 Ohm
•     THD 4 Ohm Power 0.5%
•     1 Ohm Stable 
•     S/N Ratio (4 Ohm): 80dB
•     Frequency Response: 10Hz-350Hz
•     Variable LPF: 20Hz-350Hz
•     Variable Subsonic: 15Hz-45Hz
•     Phase Shift Control: 0-180°
•     Input Sensitivity: 200mV-6V

•     Bass Boost Variable: 0-18dB (45Hz FIX)
•     Power & Protection LED Indicators
•     Gold-Plated RCA Connectors & Screw Terminals
•     Thermal, Over load & Speaker Short Protection
•     Line In & Line Out
•     Power & Protection LED Indicators
•     Remote Subwoofer Level Control
•     Soft Turn-on/Turn-Off
•     Fuse Rating: 30Ax3
•     Dimensions: 8.11’’ (W) x 2.12’’ (H) x 7.87’’ (L)

MNX260               1000 Watt 2 Channel Mini Mosfet Amplifier

•     2 x 250W RMS @ 4 OHMS
•     2 x 500W MAX @ 4 OHMS
•     1 x 1000W Max @ 4 OHMS Bridged
•     2 x 350W RMS @ 2 OHMS
•     2 Ohm Stereo Stable
•     Bridgeable at 4 Ohms
•     Nickel Plated RCA Inputs
•     Low Pass Filter Controls
•     High Pass Filter Controls
•     Power and Protection LED Indicators

•     Soft Turn-on/Turn-off
•     S/N Ratio:>90dB
•     Channel Separation:>65dB
•     Freq. Response: 20Hz~40KHz
•     Electronic Crossover Network
•     HPF Freq. Response: 50~500Hz
•     LPF Freq. Response: 50~500Hz
•     Fuse: 25A x 1
•     Dimensions: 1.24’’H x 4.46’’W x 4.63’’D

MNX1800D            1800 Watt SMD Mini Digital Mono Block Amplifier

•     700 Watts Peak Power @ 4 Ohm
•     1200 Watts Peak Power @ 2 Ohm 
•     1800 Watts Peak Power @ 1 Ohm
•     THD 4 Ohm Power 0.5%
•     1 Ohm Stable 
•     S/N Ratio (4 Ohm): 80dB
•     Frequency Response: 10Hz-350Hz
•     Variable LPF: 20Hz-350Hz
•     Variable Subsonic: 15Hz-45Hz
•     Phase Shift Control: 0-180°
•     Input Sensitivity: 200mV-6V

•     Bass Boost Variable: 0-18dB (45Hz FIX)
•     Power & Protection LED Indicators
•     Gold-Plated RCA Connectors & Screw Terminals
•     Thermal, Over load & Speaker Short Protection
•     Line In & Line Out
•     Thermal, Over load & Speaker Short Protection
•     Power & Protection LED Indicators
•     Remote Subwoofer Level Control
•     Soft Turn-on/Turn-Off
•     Fuse Rating: 30Ax2
•     Dimensions: 8.11’’ (W) x 2.12’’ (H) x 6.23’’ (L)

Max Amplifiers
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MXA214                 800 Watt 2 Channel Bridgeable MOSFET Amplifier

•     400W x 2 Outputs @ 2 Ohms
•     800W x 1 Bridged Output @ 4 Ohms
•     2 Ohm Stable
•     MOSFET Power Supply
•     FULL/HPF/LPF X-Over Switch
•     Variable Hi-Pass: 40 Hz-250 Hz
•     Variable Low-Pass: 40 Hz-250 Hz
•     Variable Input Level (Gain) Control: 6V-200mV
•     Bass Boost Selector: 0/+18dB
•     Thermal / Overload / Short Circuit Protection

•     Soft Turn On/Off
•     Power & Protection LED Indicator
•     Low Level RCA Input: 10K Ohms
•     Line Level RCA Output
•     Frequency Response: 15 Hz-30K Hz
•     Signal to Noise Ratio: >95dB
•     THD: 0.1 %
•     2x20 Amp Maxi Type Fuse
•     Slim Size Amplifier Design for Easy Installation
•     Dimensions: 10.63’’W x 1.71’’H x 7.5’’L

MXA234               2000 Watt 2 Channel Bridgeable MOSFET Amplifier

•     1000W x 2 Output @ 2 Ohms
•     2000W x 1 Bridged Output @ 4 Ohms
•     2 Ohm Stable
•     MOSFET Power Supply
•     FULL/HPF/LPF X-Over Switch
•     Variable Hi-Pass: 40 Hz-250 Hz
•     Variable Low-Pass: 40 Hz-250 Hz
•     Variable Input Level (Gain) Control: 6V-200mV
•     Bass Boost Selector: 0/+18dB
•     Thermal / Overload / Short Circuit Protection

•     Soft Turn On/Off
•     Power & Protection LED Indicator
•     Low Level RCA Input: 10K Ohms
•     Line Level RCA Output
•     Frequency Response: 15 Hz-30K Hz
•     Signal to Noise Ratio: >95dB
•     THD: 0.1 %
•     2x30 Amp Maxi Type Fuse
•     Slim Size Amplifier Design for Easy Installation
•     Dimensions: 10.63’’W x 1.71’’H x 12’’L

MXA224                1000 Watt 2 Channel Bridgeable MOSFET Amplifier

•     500W x 2 Outputs @ 2 Ohms
•     1000W x 1 Bridged Output @ 4 Ohms
•     2 Ohm Stable
•     MOSFET Power Supply
•     FULL/HPF/LPF X-Over Switch
•     Variable Hi-Pass: 40 Hz-250 Hz
•     Variable Low-Pass: 40 Hz-250 Hz
•     Variable Input Level (Gain) Control: 6V-200mV
•     Bass Boost Selector: 0/+18dB
•     Thermal / Overload / Short Circuit Protection

•     Soft Turn On/Off
•     Power & Protection LED Indicator
•     Low Level RCA Input: 10K Ohms
•     Line Level RCA Output
•     Frequency Response: 15 Hz-30K Hz
•     Signal to Noise Ratio: >95dB
•     THD:0.1 %
•     2x20 Amp Maxi Type Fuse
•     Slim Size Amplifier Design for Easy Installation
•     Dimensions: 10.63’’W x 1.71’’H x 9’’L

MXA244                3000 Watt 2 Channel Bridgeable MOSFET Amplifier

•     1500W x 2 Output @ 2 Ohms
•     3000W x 1 Bridged Output @ 4 Ohms
•     2 Ohm Stable
•     MOSFET Power Supply
•     FULL/HPF/LPF X-Over Switch
•     Variable Hi-Pass : 40 Hz-250 Hz
•     Variable Low-Pass : 40 Hz-250 Hz
•     Variable Input Level (Gain) Control : 6V-200mV
•     Variable Bass Boost : 0~+18dB
•     V. Subsonic Filter : 10Hz~100Hz, 24dB/Octave
•     Sub Sonic Switch

•     Thermal / Overload / Short Circuit Protection
•     Soft Turn On/Off
•     Power & Protection LED Indicator
•     Low Level RCA Input : 10K Ohms
•     Line Level RCA Output
•     Frequency Response : 15 Hz-30K Hz
•     Signal to Noise Ratio: >95dB
•     THD:0.1 %
•     2x40 Amp Maxi Type Fuse
•     Slim Size Amplifier Design For Easy Installation
•     Dimensions: 10.63’’W x 1.71’’H x 15’’L

MXA1600              2000 Watts Mono Block MOSFET Power Amplifier

•     2000W x 1 Output @ 2 Ohms
•     Mono Block Subwoofer Amplifier
•     2 Ohm Stable
•     MOSFET Power Supply
•     Variable Low-Pass: 40 Hz-250 Hz
•     Variable Input Level (Gain) Control: 6V-200mV
•     Variable Bass Boost: 0~+18dB
•     V. Subsonic Filter: 10Hz~100Hz, 24dB/Octave
•     Sub Sonic Switch
•     Thermal / Overload / Short Circuit Protection
•     Soft Turn On/Off 

•     Phase Control 0-180 degree
•     Custom Terminal Block for Speaker Connection
•     Power & Protection LED Indicator
•     Low Level RCA Input: 10K Ohms
•     Line Level RCA Output
•     Frequency Response: 20 Hz-250 Hz
•     Signal to Noise Ratio: >90dB
•     THD:0.1 %
•     2x40 Amp Maxi Type Fuse
•     Slim Size Amplifier Design for Easy Installation
•     Dimensions: 10.63’’W x 1.71’’H x 12’’L

Max Amplifiers
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MXA254                4000 Watt 2 Channel Bridgeable MOSFET Amplifier

•     2000W x 2 Output @ 2 Ohms
•     4000W x 1 Bridged Output @ 4 Ohms
•     2 Ohm Stable
•     MOSFET Power Supply
•     FULL/HPF/LPF X-Over Switch
•     Variable Hi-Pass : 40 Hz-250 Hz
•     Variable Low-Pass : 40 Hz-250 Hz
•     Variable Input Level (Gain) Control : 6V-200mV
•     Variable Bass Boost : 0~+18dB
•     V. Subsonic Filter : 10Hz~100Hz, 24dB/Octave
•     Sub Sonic Switch

•     Thermal / Overload / Short Circuit Protection
•     Soft Power On/Off
•     Power & Protection LED Indicator
•     Low Level RCA Input : 10K Ohms
•     Line Level RCA Output
•     Frequency Response : 15 Hz-30K Hz
•     Signal to Noise Ratio: >95dB
•     THD:0.1 %
•     2x50 Amp Maxi Type Fuse
•     Slim Size Amplifier Design For Easy Installation
•     Dimensions: 10.63’’W x 1.71’’H x 17’’L

MXA414                 2000 Watt 4 Channel Bridgeable MOSFET Amplifier

•     500W x 4 Output @ 2 Ohms
•     1000W x 2 Bridged Output @ 4 Ohms
•     500W x 2 @ 4 Ohms
•     1000W x 1 Output @ 2 Ohms
•     2 Ohm Stable
•     Dual High/Low/Full Crossover Switch
•     Dual Variable Hi-Pass : 40 Hz-250 Hz
•     Dual Variable Low-Pass : 40 Hz-250 Hz
•     Dual V. Input Level (Gain) Control : 6V-200mV
•     Dual Switchable Bass Boost : 0/+18dB
•     Thermal / Overload / Short Circuit Protection

•     Soft Turn On/Off
•     Power & Protection LED Indicator
•     Low Level RCA Input : 10K Ohms
•     Line Level RCA Output
•     Frequency Response : 15 Hz-30K Hz
•     Signal to Noise Ratio: >95dB
•     THD:0.1 %
•     2x30 Amp Maxi Type Fuse
•     Slim Size Amplifier Design For Easy Installation
•     Dimensions: 10.63’’W x1.71’’H x 13.4’’L

MXA3000D            3000 Watts CLASS D Mono Block MOSFET Digital Power Amplifier

•     3000W x 1 Output @ 2 Ohms
•     Mono Block Subwoofer Amplifier
•     1 Ohm Stable
•     MOSFET Power Supply
•     PWM (Pulse-Width-Modulation) System
•     Variable Low-Pass : 40 Hz-250 Hz
•     Variable Input Level (Gain) Control : 6V-200mV
•     Variable Bass Boost : 0~+18dB
•     V. Subsonic Filter : 10Hz~100Hz, 24dB/Octave
•     Sub Sonic Switch
•     Glass Epoxy PCB 
•     Thermal / Overload / Short Circuit Protection

•     Soft Turn On/Off
•     Phase Control 0-180 degree
•     Custom Terminal Block for Speaker Connection
•     Power & Protection LED Indicator
•     Low Level RCA Input : 10K Ohms
•     Line Level RCA Output
•     Frequency Response : 20 Hz-250 Hz
•     Signal to Noise Ratio: >90dB
•     THD:0.1 %
•     4x25 Amp ATO Type Fuse
•     Slim Size Amplifier Design For Easy Installation
•     Dimensions: 10.63’’W x 1.71’’H x 13’’L

MXA284                5000 Watt 2 Channel Bridgeable MOSFET Amplifier

•     2500W x 2 Output @ 2 Ohms
•     5000W x 1 Bridged Output @ 4 Ohms
•     2 Ohm Stable
•     MOSFET Power Supply
•     FULL/HPF/LPF X-Over Switch
•     Variable Hi-Pass : 40 Hz-250 Hz
•     Variable Low-Pass : 40 Hz-250 Hz
•     Variable Input Level (Gain) Control : 6V-200mV
•     Variable Bass Boost : 0~+18dB
•     V. Subsonic Filter : 10Hz~100Hz, 24dB/Octave
•     Sub Sonic Switch

•     Thermal / Overload / Short Circuit Protection
•     Soft Power On/Off
•     Power & Protection LED Indicator
•     Low Level RCA Input : 10K Ohms
•     Line Level RCA Output
•     Frequency Response : 15 Hz-30K Hz
•     Signal to Noise Ratio: >95dB
•     THD:0.1 %
•     2x70 Amp Maxi Type Fuse
•     Slim Size Amplifier Design For Easy Installation
•     Dimensions: 10.63’’W x 1.71’’H x 19’’L

Max Amplifiers
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MAX10                   Max 10’’ 800 Watt Small Enclosure 4 Ohm Subwoofer

•     Black Non-Pressed Paper Cone 
•     Wide Non-Fatiguing Rubber Suspension 
•     Stamped Steel Basket w/Golden Input Terminal 
•     Bumped & Vented Motor Structure 
•     Special Designed Rubber Magnet Boot 
•     2’’ 4 Layer High Temperature Kapton Voice Coil 

•     65 + 65 oz. Heavy Double Stacked Magnet Structure 
•     800 Watts Peak Power 
•     4 Ohms Nom. Impedance 
•     SPL: 88.8 dB 
•     Mounting Depth: 6.18’’ 
•     Overall Diameter: 10.20’’

MAX10D                Max 10’’ 800 Watt Small Enclosure Dual 4 Ohm Subwoofer

•     Black Non-Pressed Paper Cone 
•     Wide Non-Fatiguing Rubber Suspension 
•     Stamped Steel Basket w/Golden Input Terminal 
•     Bumped & Vented Motor Structure 
•     Special Designed Rubber Magnet Boot 
•     2’’ Dual Layer High Temperature Kapton Voice Coil 

•     65 + 65 oz. Heavy Double Stacked Magnet Structure 
•     800 Watts Peak Power 
•     Dual 4 Ohms Nom. Impedance 
•     SPL: 85.2 dB 
•     Mounting Depth: 6.18’’ 
•     Overall Diameter: 10.20’’

MAX12                   Max 12’’ 1000 Watt Small Enclosure 4 Ohm Subwoofer

•     Black Non-Pressed Paper Cone 
•     Wide Non-Fatiguing Rubber Suspension 
•     Stamped Steel Basket w/Golden Input Terminal 
•     Bumped & Vented Motor Structure 
•     Special Designed Rubber Magnet Boot 
•     2’’ 4 Layer High Temperature Kapton Voice Coil 

•     65 + 65 oz. Heavy Double Stacked Magnet Structure 
•     1000 Watts Peak Power 
•     4 Ohms Nom. Impedance 
•     SPL: 91.9 dB 
•     Mounting Depth: 6.42’’ 
•     Overall Diameter: 12.09’’

MAX12D                Max 12’’ 1000 Watt Small Enclosure Dual 4 Ohm Subwoofer

•     Black Non-Pressed Paper Cone 
•     Wide Non-Fatiguing Rubber Suspension 
•     Stamped Steel Basket w/Golden Input Terminal 
•     Bumped & Vented Motor Structure 
•     Special Designed Rubber Magnet Boot 
•     2’’ Dual Layer High Temperature Kapton Voice Coil 

•     65 + 65 oz. Heavy Double Stacked Magnet Structure 
•     1000 Watts Peak Power 
•     Dual 4 Ohms Nom. Impedance 
•     SPL: 90.0 dB 
•     Mounting Depth: 6.42’’ 
•     Overall Diameter: 12.09’’

MAX15D               Max 15’’ 1200 Watt Small Enclosure Dual 4 Ohm Subwoofer

•     Black Non-Pressed Paper Cone 
•     Wide Non-Fatiguing Rubber Suspension 
•     Stamped Steel Basket w/Golden Input Terminal 
•     Bumped & Vented Motor Structure 
•     Special Designed Rubber Magnet Boot 
•     2.5’’ Dual Layer High Temperature Kapton Voice 
Coil 

•     70 + 70 oz. Heavy Double Stacked Magnet 
Structure 
•     1200 Watts Peak Power 
•     Dual 4 Ohms Nom. Impedance 
•     SPL: 90.3 dB 
•     Mounting Depth: 7.68’’ 
•     Overall Diameter: 15.12’’

MAX8                     Max 8’’ 600 Watt Small Enclosure 4 Ohm Subwoofer

•     Black Non-Pressed Paper Cone 
•     Wide Non-Fatiguing Rubber Suspension 
•     Stamped Steel Basket w/Golden Input Terminal 
•     Bumped & Vented Motor Structure 
•     Special Designed Rubber Magnet Boot 
•     1.5’’ 4 Layer High Temperature Kapton Voice Coil 

•     50 + 50 oz. Heavy Double Stacked Magnet Structure 
•     600 Watts Peak Power 
•     4 Ohms Nom. Impedance 
•     SPL: 87.7dB 
•     Mounting Depth: 4.96’’ 
•     Overall Diameter: 8.23’’

Max Subwoofers
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MX573                    5’’ x 7’’ 440 Watts 3 Way Triaxial Speakers

•     Standard 5’’x7’’ Size Fits OEM Locations 
•     High Quality Injection Cone 
•     Non-Fatiguing Butyl Rubber Surround 
•     1’’ High Temperature Aluminum Voice Coil 
•     2’’ Titanium Cone Midrange
•     Super Piezo Tweeter
•     Glossy Black Coated Steel Basket 

•     15 Oz Magnet Structure 
•     Power Handling: 220 Watts RMS / 440 Watts Peak 
•     Frequency Response: 60-20KHz 
•     Impedance: 4 Ohms 
•     Mounting Depth: 2.09’’ 
•     Includes Custom Wire-Mesh Grills, Wires  
       and Installation Hardware

MX462                   4’’x 6’’ 240 Watts 2 Way Coaxial Speakers

•     Standard 4’’x 6’’ Size Fits OEM Locations 
•     High Quality Injection Cone 
•     Non-Fatiguing Butyl Rubber Surround 
•     1’’ High Temperature Aluminum Voice Coil 
•     0.5’’ Titanium Neo-Tweeter 
•     Glossy Black Coated Steel Basket 
•     10 Oz Magnet Structure 

•     Power Handling: 120 Watts RMS / 240 Watts Peak 
•     Frequency Response: 85-20KHz 
•     Impedance: 4 Ohms 
•     Mounting Depth: 1.73’’ 
•     Includes Custom Wire-Mesh Grills, Wires  
       and Installation Hardware

MX53                     5.25’’ 140 Watts 3 Way Triaxial Speakers

•     Standard 5.25’’ Size Fits OEM Locations 
•     High Quality Injection Cone 
•     Non-Fatiguing Butyl Rubber Surround 
•     1’’ High Temperature Aluminum Voice Coil 
•     0.5’’ Titanium Neo-Midrange
•     Super Piezo Tweeter
•     Glossy Black Coated Steel Basket 

•     10 Oz Magnet Structure 
•     Power Handling: 70 Watts RMS / 140 Watts Peak 
•     Frequency Response: 80-20KHz 
•     Impedance: 4 Ohms 
•     Mounting Depth: 1.77’’ 
•     Includes Custom Wire-Mesh Grills, Wires  
       and Installation Hardware

MX52                     5.25’’ 140 Watts 2 Way Coaxial Speakers

•     Standard 5.25’’ Size Fits OEM Locations 
•     High Quality Injection Cone 
•     Non-Fatiguing Butyl Rubber Surround 
•     1’’ High Temperature Aluminum Voice Coil 
•     0.5’’ Titanium Neo-Tweeter 
•     Glossy Black Coated Steel Basket 
•     10 Oz Magnet Structure 

•     Power Handling: 70 Watts RMS / 140 Watts Peak 
•     Frequency Response: 80-20KHz 
•     Impedance: 4 Ohms 
•     Mounting Depth: 1.77’’ 
•     Includes Custom Wire-Mesh Grills, Wires 
       and Installation Hardware

MX42                     4’’ 120 Watt 2-Way Coaxial Speakers

•     Standard 4’’ Size Fits OEM Locations 
•     High Quality Injection Cone 
•     Non-Fatiguing Butyl Rubber Surround 
•     1’’ High Temperature Aluminum Voice Coil 
•     0.5’’ Titanium Neo-Tweeter 
•     Glossy Black Coated Steel Basket 
•     10 Oz Magnet Structure 

•     Power Handling: 60 Watts RMS / 120 Watts Peak 
•     Frequency Response: 90-20KHz 
•     Impedance: 4 Ohms 
•     Mounting Depth: 1.77’’ 
•     Includes Custom Wire-Mesh Grills, Wires  
        and Installation Hardware

MX62                     6.5’’ 180 Watts 2 Way Coaxial Speaker

•     Standard 6.5’’ Size Fits OEM Locations 
•     High Quality Injection Cone 
•     Non-Fatiguing Butyl Rubber Surround 
•     1’’ High Temperature Aluminum Voice Coil 
•     0.5’’ Titanium Neo-Tweeter 
•     Glossy Black Coated Steel Basket
•     15 Oz Magnet Structure 

•     Power Handling: 90 Watts RMS / 180 Watts Peak 
•     Frequency Response: 65-20KHz 
•     Impedance: 4 Ohms 
•     Mounting Depth: 2.32’’ 
•     Includes Custom Wire-Mesh Grills, Wires 
       and Installation Hardware

MX63                      6.5’’ 200 Watts 3 Way Triaxial Speakers

•     Standard 6.5’’ Size Fits OEM Locations 
•     High Quality Injection Cone 
•     Non-Fatiguing Butyl Rubber Surround 
•     1’’ High Temperature Aluminum Voice Coil 
•     2’’ Titanium Cone Midrange
•     Super Piezo Tweeter
•     Glossy Black Coated Steel Basket 

•     15 Oz Magnet Structure 
•     Power Handling: 100 Watts RMS / 200 Watts Peak 
•     Frequency Response: 65-20KHz 
•     Impedance: 4 Ohms 
•     Mounting Depth: 2.32’’ 
•     Includes Custom Wire-Mesh Grills, Wires  
       and Installation Hardware

Max Speakers
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MX8124            8’’x 12’’ 1000 Watts 4-Way Quadaxial Speaker

•     Standard 8’’X 12’’ Size Fits OEM Locations 
•     High Quality Injection Cone 
•     Non-Fatiguing Butyl Rubber Surround 
•     2.5’’ Polymer Cone Midrange 
•     2 x 1’’ Titanium Dome Tweeter 
•     1.25’’ High Temperature Aluminum Voice Coil 
•     Glossy Black Steel Basket 

•     80 Oz Magnet Structure 
•     Power Handling: 500 Watts RMS / 1000 Watts Peak 
•     Frequency Response: 32-22KHz 
•     Impedance: 4 Ohms 
•     Mounting Depth: 3.88’’ 
•     Includes Custom Wire-Mesh Grills,  
        Wires and Installation Hardware

MX7104                 7’’’ x 10’’ 730 Watts  4 Way Quadaxial Speaker

•     Standard 7’’X 10’’ Size Fits OEM Locations 
•     High Quality Injection Cone 
•     2.5’’ Polymer Cone Midrange 
•     2 x 1’’ Titanium Dome Tweeter 
•     1.25’’ High Temperature Aluminum Voice Coil 
•     Glossy Black Steel Basket 
•     60 Oz Magnet Structure 

•     Power Handling: 365 Watts RMS / 730 Watts Peak 
•     Frequency Response: 37-22KHz 
•     Impedance: 4 Ohms 
•     Mounting Depth: 3.42’’ 
•     Includes Custom Wire-Mesh Grills,  
        Wires and Installation Hardware

MXKT6                   Max Pro 200 Watts 6.5’’ 2-Way Component Speaker System

•     One Pair 6.5’’Mid Bass Speaker:
•     6.5’’ Midrange Driver 
•     High Quality Injection Cone 
•     Non-Fatiguing Butyl Rubber Surround 
•     100 Watts RMS / 200 Watts Peak 
•     Frequency Response: 45-20KHz 
•     Impedance: 4 Ohms 
•     One Pair Tweeter:
•     1’’Silk Soft Dome Tweeter 
•     3 Mounting Options: Flush / Swivel /  

        Surface and Angle Mount 
•     50 Watts RMS /100 Watts Peak 
•     Frequency Response: 1.4-24KHz 
•     Impedance 4 Ohms
•     One Pair Passive Crossover Network:
•     Two -Way Passive Crossovers 
•     12dB Octave Slope
•     Includes Custom Grills
•     Wires and Installation Hardware

MX6C                     6.5’’ 200 Watts 2 Way Component Speaker System

•     One Pair 6.5’’Mid Bass Speaker: 
•     6.5’’ Midrange Driver 
•     High Quality Injection Cone 
•     Non-Fatiguing Butyl Rubber Surround
•     Rubber Magnet Boot
•     100 Watts RMS / 200 Watts Peak 
•     Frequency Response: 45-20KHz 
•     Impedance: 4 Ohms 
•     One Pair Tweeter: 
•     1’’Silk Soft Dome Tweeter 

•     3 Mounting Options: Flush / Swivel / Surface 
       and Angle Mount 
•     200 Watts RMS /400 Watts Peak 
•     Frequency Response: 1.4-24KHz 
•     Impedance 4 Ohms 
•     One Pair Passive Crossover Network: 
•     Two -Way Passive Crossovers 
•     12dB Octave Slope 
•     Includes Custom Wire-Mesh Grills, Wires 
        and Installation Hardware

MX694                    6’’ x 9’’ 680 Watts 4 Way Quadaxial Speaker

•     Standard 6’’ X 9’’ Size Fits OEM Locations 
•     High Quality Injection Cone 
•     Non-Fatiguing Butyl Rubber Surround 
•     2.5’’ Polymer Cone Midrange 
•     2 x 1’’ Titanium Dome Tweeter 
•     1.25’’ High Temperature Aluminum Voice Coil 
•     Glossy Black Steel Basket 

•     60 Oz Magnet Structure 
•     Power Handling: 340 Watts RMS / 680 Watts Peak 
•     Frequency Response: 40-22KHz 
•     Impedance: 4 Ohms 
•     Mounting Depth: 3.39’’ 
•     Includes Custom Wire-Mesh Grills, Wires  
       and Installation Hardware

MX693                   6’’ x 9’’ 600 Watts 3 Way Triaxial Speakers

•     Standard 6’’X 9’’ Size Fits OEM Locations 
•     High Quality Injection Cone 
•     Non-Fatiguing Butyl Rubber Surround 
•     2.5’’ Polymer Cone Midrange 
•     1’’ Titanium Dome Tweeter 
•     1.25’’ High Temperature Aluminum Voice Coil 
•     Glossy Black Steel Basket 

•     36 Oz Magnet Structure 
•     Power Handling: 300 Watts RMS / 600 Watts Peak 
•     Frequency Response: 40-22KHz 
•     Impedance: 4 Ohms 
•     Mounting Depth: 3.39’’ 
•     Includes Custom Wire-Mesh Grills, Wires  
       and Installation Hardware

Max Speakers / Component System
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VBP281                  4200 Watts 2 Channel High Power MOSFET Amplifier

•     2 x 1050 Watts RMS at 4 Ohms 
•     2 x 2100 Watts MAX at 4 Ohms 
•     2 x 1890 Watts RMS at 2  Ohms
•     1 x 4200 Watts MAX at 4 Ohms
•     Electronic Crossover Network 
•     Line Outs for L/R Channels 
•     Bass Boost Circuit
•     Tri-Mode Capable 

•     Gold RCA Inputs  
•     Bridgeable at 4 Ohms 
•     2 Ohm Stereo Stable
•     Advanced Protection Circuitry  
•     Stiffly Regulated PWM-Type Power 
•     Level Controls for Each Channel Pair
•     Frequency Response: 15Hz-35kHz 
•     Low Pass Filter: 40Hz~350Hz

•     High Pass Filter: 40Hz~3kHz
•     Bass Boost Control: 0dB/6dB/12dB 
•     Heavy Aluminum Heatsink 
•     Power Protection LED Indicators 
•     Soft Turn On/Off
•     S/N Ratio: >95dB  
•     Fuse: 30A x 3
•     9.33’’(W)  x 2.56’’(H) x 21.66’’(L)

VBP261                  3500 Watts 2 Channel High Power MOSFET Amplifier

•     2 x 875 Watts RMS at 4 Ohms 
•     2 x 1750 Watts MAX at 4 Ohms 
•     2 x 1575 Watts RMS at 2  Ohms
•     1 x 3500 Watts MAX at 4 Ohms
•     Electronic Crossover Network 
•     Line Outs for L/R Channels 
•     Bass Boost Circuit
•     Tri-Mode Capable 

•     Gold RCA Inputs  
•     Bridgeable at 4 Ohms 
•     2 Ohm Stereo Stable
•     Advanced Protection Circuitry  
•     Stiffly Regulated PWM-Type Power 
•     Level Controls for Each Channel Pair
•     Frequency Response: 15Hz-35kHz 
•     Low Pass Filter: 40Hz~350Hz

•     High pass Filter: 40Hz~3kHz
•     Bass Boost Control: 0dB/6dB/12dB
•     Heavy Aluminum Heatsink 
•     Power Protection LED Indicators 
•     Soft Turn On/Off
•     S/N Ratio: >95dB  
•     Fuse: 25A x 3
•     9.33’’(W)  x 2.56’’(H) x 15.76’’(L)

VBP251                  2200 Watts 2 Channel High Power MOSFET Amplifier

•     2 x 550 Watts RMS at 4 Ohms 
•     2 x 1100 Watts MAX at 4 Ohms 
•     2 x 990 Watts RMS at 2  Ohms
•     1 x 2200 Watts MAX at 4 Ohms 
•     Electronic Crossover Network 
•     Line Outs for L/R Channels 
•     Bass Boost Circuit
•     Tri-Mode Capable 

•     Gold RCA Inputs  
•     Bridgeable at 4 Ohms 
•     2 Ohm Stereo Stable
•     Advanced Protection Circuitry  
•     Stiffly Regulated PWM-Type Power 
•     Level Control for Each Channel Pair
•     Frequency Response: 15Hz-35kHz 
•     Low Pass Filter: 40Hz~350Hz

•     High pass Filter: 40Hz~3kHz
•     Bass Boost Control: 0dB/6dB/12dB
•     Heavy Aluminum Heatsink 
•     Power Protection LED Indicators 
•     Soft Turn On/Off
•     S/N Ratio: >95dB 
•     Fuse: 30A x 2
•     9.33’’(W)  x 2.56’’(H) x 13.79’’(L)

VBP241                  1600 Watts 2 Channel High Power MOSFET Amplifier

•     2 x 400 Watts RMS at 4 Ohms 
•     2 x 800 Watts MAX at 4 Ohms 
•     2 x 720 Watts RMS at 2  Ohms
•     1 x 1600 Watts MAX at 4 Ohms
•     Electronic Crossover Network 
•     Line Outs for L/R Channels 
•     Bass Boost Circuit
•     Tri-Mode Capable 

•     Gold RCA Inputs  
•     Bridgeable at 4 Ohms 
•     2 Ohm Stereo Stable
•     Advanced Protection Circuitry  
•     Stiffly Regulated PWM-Type Power 
•     Level Controls for Each Channel Pair
•     Frequency Response: 15Hz-35kHz 
•     Low Pass Filter: 40Hz~350Hz

•     High pass Filter: 40Hz~3kHz
•     Bass Boost Control: 0dB/6dB/12dB 
•     Heavy Aluminum Heatsink 
•     Power Protection LED Indicators 
•     Soft Turn On/Off
•     S/N Ratio: >95dB  
•     Fuse: 25A x 2
•     9.33’’(W)  x 2.56’’(H) x 11.82’’(L)

VBP231                   1000 Watts 2 Channel High Power MOSFET Amplifier

•     2 x 250 Watts RMS at 4 Ohms 
•     2 x 500 Watts MAX at 4 Ohms 
•     2 x 450 Watts RMS at 2 Ohms
•     1 x 1000 Watts MAX at 4 Ohms
•     Electronic Crossover Network 
•     Line Outs for L/R Channels 
•     Bass Boost Circuit
•     Tri-Mode Capable 

•     Gold RCA Inputs  
•     Bridgeable at 4 Ohms 
•     2 Ohm Stereo Stable
•     Advanced Protection Circuitry  
•     Stiffly Regulated PWM-Type Power 
•     Level Controls for Each Channel Pair
•     Frequency Response: 15Hz-35kHz 
•     Low Pass Filter: 40Hz~350Hz

•     High pass Filter: 40Hz~3kHz
•     Bass Boost Control: 0dB/6dB/12dB
•     Heavy Aluminum Heatsink 
•     Power Protection LED Indicators 
•     Soft Turn On/Off
•     S/N Ratio: >95dB  
•     Fuse: 20A x 2
•     9.33’’(W)  x 2.56’’(H) x 9.85’’(L)

Vibe Pro Amplifiers
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VBP411                   1200 Watts 4 Channel High Power MOSFET Amplifier

•     4 x 150 Watts RMS at 4 Ohms 
•     4 x 300 Watts MAX at 4 Ohms 
•     4 x 270 Watts RMS at 2  Ohms
•     2 x 600 Watts MAX at 4 Ohms MONO
•     Electronic Crossover Network 
•     Line Outs for 3/4 Channels 
•     Bass Boost Circuit
•     Tri-Mode Capable 
•     Gold RCA Inputs  
•     Bridgeable at 4 Ohms 
•     2 Ohm Stereo Stable
•     Advanced Protection Circuitry  
•     Stiffly Regulated PWM-Type Power Supplies 

•     Level Controls for Each Pair of Channels 
•     Frequency Response: 15Hz-35kHz 
•     Variable Low Pass Filter Control: 40Hz~350Hz
•     Variable High pass Filter Control: 40Hz~3kHz
•     Variable Bass Boost Control: 0dB-6dB-12dB (SW)
•     High-Efficiency, Heavy Aluminum Heatsink 
•     Power Protection LED Indicators 
•     Soft Turn On/Off
•     S/N Ratio: >95dB  
•     Fuse: 25A x 2
•     9.33’’(W)  x 2.56’’(H) x 13’’(L)

VBP421                 2200 Watts 4 Channel High Power MOSFET Amplifier

•     4 x 275 Watts RMS at 4 Ohms 
•     4 x 550 Watts MAX at 4 Ohms 
•     4 x 495 Watts RMS at 2  Ohms
•     2 x 1100 Watts MAX at 4 Ohms MONO
•     Electronic Crossover Network 
•     Line Outs for 3/4 Channels 
•     Bass Boost Circuit
•     Tri-Mode Capable 
•     Gold RCA Inputs  
•     Bridgeable at 4 Ohms 
•     2 Ohm Stereo Stable
•     Advanced Protection Circuitry  
•     Stiffly Regulated PWM-Type Power Supplies 

•     Level Controls for Each Pair of Channels 
•     Frequency Response: 15Hz-35kHz 
•     Variable Low Pass Filter Control: 40Hz~350Hz
•     Variable High pass Filter Control: 40Hz~3kHz
•     Variable Bass Boost Control: 0dB-6dB-12dB (SW)
•     High-Efficiency, Heavy Aluminum Heatsink 
•     Power Protection LED Indicators 
•     Soft Turn On/Off
•     S/N Ratio: >95dB  
•     Fuse: 30A x 2
•     9.33’’(W)  x 2.56’’(H) x 14.57’’(L)

VBP1801D             1800 Watts Mono Block MOSFET Digital Power Amplifier

•     1 x 400 Watts RMS at 4 Ohms 
•     1 x 800 Watts RMS at 2 Ohms 
•     1 x 1000 Watts RMS at 1.3 Ohms
•     1 x 1800 Watts MAX at 1.3 Ohms
•     Electronic Crossover Network 
•     Line Outs for L/R Channels 
•     Bass Boost Circuit
•     Gold RCA Inputs  
•     1 Ohm Stable
•     Advanced Protection Circuitry  
•     Stiffly Regulated PWM-Type Power Supplies 
•     Double Sided Epoxy PCB Circuit Board
•     Custom Terminal Block for Speaker Connections

•     Level Controls for Each Pair of Channels 
•     Remote Subwoofer Bass Control 
•     Frequency Response: 15Hz~400Hz 
•     Variable Low Pass Filter Control: 40Hz~350Hz
•     Variable Subsonic Filter Control: Off-25Hz (SW)
•     Variable Bass Boost Control: 0dB~18dB 
•     High-Efficiency, Heavy Aluminum Heatsink 
•     Power Protection LED Indicators 
•     Soft Turn On/Off
•     S/N Ratio: >100dB  
•     Fuse: 30A x 4
•     9.33’’(W)  x 2.56’’(H) x 16.94’’(L)

VBPW1236D            12’’  2000 Watts Die-Cast Aluminum Dual 4 Ohm Channel Subwoofer

•     Custom Tooled Die-Cast Aluminum Basket 
•     Non Pressed Paper Cone 
•     Massive Butyl Rubber Surround 
•     3’’ High Temperature Dual Voice Coil 
•     95 Oz x 3 High Density Barium Ferrite Magnet 

•     Power Handling: 2000 Watts Peak 
•     Frequency Response: 26- 800 Hz 
•     Impedence: Dual 4 Ohms
•     Efficiency: 88dB 
•     Includes Installation Hardware and Template

Vibe Pro Amplifiers / Subwoofer
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VCT2410               4000 Watt 2 Channel High Power MOSFET Amplifier

•     2000W x 2 Output @ 2 Ohms
•     4000W x 1 Bridged Output @ 4 Ohms
•     2 Ohm Stable
•     MOSFET Power Supply
•     High/Low/Full Crossover Switch
•     Variable Hi-Pass : 40 Hz-250 Hz
•     Variable Low-Pass : 40 Hz-250 Hz
•     Variable Input Level (Gain) Control : 6V-200mV
•     Variable Bass Boost : 0~+18dB
•     Subsonic Filter : 10Hz~100Hz, 24dB/Octave
•     Sub Sonic Switch

•     Thermal / Overload / Short Circuit Protection
•     Soft Power On/Off
•     Power & Protection LED Indicator
•     Low Level RCA Input : 10K Ohms
•     Line Level RCA Output
•     Frequency Response : 15 Hz-30K Hz
•     Signal to Noise Ratio: >95dB
•     THD:0.1 %
•     2x60 Amp Maxi Type Fuse
•     Slim Size Amplifier Design For Easy Installation
•     Dimensions: 10.63’’W x 1.75’’H x 17’’L

VCT2310                3000 Watt 2 Channel High Power MOSFET Amplifier

•     1500W x 2 Output @ 2 Ohms
•     3000W x 1 Bridged Output @ 4 Ohms
•     2 Ohm Stable
•     MOSFET Power Supply
•     High/Low/Full Crossover Switch
•     Variable Hi-Pass:40 Hz-250 Hz
•     Variable Low-Pass : 40 Hz-250 Hz
•     Variable Input Level (Gain) Control : 6V-200mV
•     Variable Bass Boost:0~+18dB
•     Subsonic Filter : 10Hz~100Hz, 24dB/Octave
•     Sub Sonic Switch

•     Thermal / Overload / Short Circuit Protection
•     Soft Turn On/Off
•     Power & Protection LED Indicator
•     Low Level RCA Input : 10K Ohms
•     Line Level RCA Output
•     Frequency Response : 15 Hz-30K Hz
•     Signal to Noise Ratio: >95dB
•     THD:0.1 %
•     2x50 Amp Maxi Type Fuse
•     Slim Size Amplifier Design For Easy Installation
•     Dimensions: 10.63’’W x1.75’’H x 15’’L

VCT2210               2000 Watt 2 Channel High Power MOSFET Amplifier

•     1000W x 2 Output @ 2 Ohms
•     2000W x 1 Bridged Output @ 4 Ohms
•     2 Ohm Stable
•     MOSFET Power Supply
•     High/Low/Full Crossover Switch
•     Variable Hi-Pass : 40 Hz-250 Hz
•     Variable Low-Pass:40 Hz-250 Hz
•     Variable Input Level (Gain) Control : 6V-200mV
•     Bass Boost Selector : 0/+18dB
•     Thermal / Overload / Short Circuit Protection

•     Soft Turn On/Off
•     Power & Protection LED Indicator
•     Low Level RCA Input : 10K Ohms
•     Line Level RCA Output
•     Frequency Response : 15 Hz-30K Hz
•     Signal to Noise Ratio: >95dB
•     THD:0.1 %
•     2x40 Amp Maxi Type Fuse
•     Slim Size Amplifier Design For Easy Installation
•     Dimensions: 10.63’’W x1.75’’H x 12’’L

VCT2110                1000 Watt 2 Channel High Power MOSFET Amplifier

•     500W x 2 Output @ 2 Ohms
•     1000W x 1 Bridged Output @ 4 Ohms
•     2 Ohm Stable
•     MOSFET Power Supply
•     High/Low/Full Crossover Switch
•     Variable Hi-Pass :40 Hz-250 Hz
•     Variable Low-Pass : 40 Hz-250 Hz
•     Variable Input Level (Gain) Control : 6V-200mV
•     Bass Boost Selector : 0/+18dB
•     Thermal / Overload / Short Circuit Protection

•     Soft Turn On/Off
•     Power & Protection LED Indicator
•     Low Level RCA Input:10K Ohms
•     Line Level RCA Output
•     Frequency Response : 15 Hz-30K Hz
•     Signal to Noise Ratio: >95dB
•     THD:0.1 %
•     2x30 Amp Maxi Type Fuse
•     Slim Size Amplifier Design For Easy Installation
•     Dimensions: 10.63’’W x1.75’’H x 9’’L

VCT2010               800 WATTS 2 Channel High Power MOSFET Amplifier

•     400W x 2 Output at 4 Ohms
•     800W x 1 Bridged Output at 2 Ohms
•     2 Ohm Stable
•     MOSFET Power Supply
•     Variable Hi-Pass : 40 Hz-250 Hz
•     Variable Low-Pass : 40 Hz-250 Hz
•     Variable Input Level (Gain) Control : 6V-200mV
•     Bass Boost Switch:0-18dB
•     Thermal / Overload / Short Circuit Protection
•     Soft Turn On/Off

•     Power & Protection LED Indicator
•     Low Level RCA Input : 10K Ohms
•     Line Level RCA Output
•     Frequency Response : 15 Hz-30K Hz
•     Signal to Noise Ratio: >95dB
•     THD:0.1 %
•     2x20 Amp Maxi Type Fuse
•     Slim Size Amplifier Design For Easy Installation
•     Dimensions: 10.63’’W x 1.78’’H x 7.48’’L

Vector Amplifiers
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VCT2510               5000 Watt 2 Channel High Power MOSFET Amplifier

•     2500W x 2 Output @ 2 Ohms
•     5000W x 1 Bridged Output @ 4 Ohms
•     2 Ohm Stable
•     MOSFET Power Supply
•     High/Low/Full Crossover Switch
•     Variable Hi-Pass : 40 Hz-250 Hz
•     Variable Low-Pass : 40 Hz-250 Hz
•     Variable Input Level (Gain) Control : 6V-200mV
•     Variable Bass Boost : 0~+18dB
•     V. Subsonic Filter : 10Hz~100Hz, 24dB/Octave
•     Sub Sonic Switch

•     Thermal / Overload / Short Circuit Protection
•     Soft Power On/Off
•     Power & Protection LED Indicator
•     Low Level RCA Input : 10K Ohms
•     Line Level RCA Output
•     Frequency Response : 15 Hz-30K Hz
•     Signal to Noise Ratio: >95dB
•     THD:0.1 %
•     2x60 Amp Maxi Type Fuse
•     Slim Size Amplifier Design For Easy Installation
•     Dimensions: 10.63’’W x1.75’’H x 21’’L

VCT2610               6000 Watt 2 Channel High Power MOSFET Amplifier

•     3000W x 2 Output at 4 Ohms
•     6000W x 1 Bridged Output at 2 Ohms
•     2 Ohm Stable
•     MOSFET Power Supply
•     Variable Hi-Pass : 40 Hz-250 Hz
•     Variable Low-Pass : 40 Hz-250 Hz
•     Variable Input Level (Gain) Control : 6V-200mV
•     Variable Bass Boost : 0-18dB
•     V. Subsonic Filter : 10Hz~100Hz, 24dB/Octave
•     Sub Sonic Switch
•     Thermal / Overload / Short Circuit Protection

•     Soft Turn On/Off
•     Power & Protection LED Indicator
•     Low Level RCA Input : 10K Ohms
•     Line Level RCA Output
•     Frequency Response : 15 Hz-30K Hz
•     Signal to Noise Ratio: >95dB
•     THD:0.1 %
•     2x60 Amp Maxi Type Fuse
•     Slim Size Amplifier Design For Easy Installation
•     Dimensions: 10.63’’W x1.78’’H x 21.97’’L

VCT4110                2000 Watt 4 Channel High Power MOSFET Amplifier

•     500W x 4 Output at 4 Ohms
•     1000W x 2 Bridged Output at 2 Ohms
•     2 Ohm Stable
•     MOSFET Power Supply
•     Variable Hi-Pass:40 Hz-250 Hz
•     Variable Low-Pass : 40 Hz-250 Hz
•     Variable Input Level (Gain) Control : 6V-200mV
•     Bass Boost Switch:0-18dB
•     Thermal / Overload / Short Circuit Protection
•     Soft Turn On/Off

•     Power & Protection LED Indicator
•     Low Level RCA Input : 10K Ohms
•     Line Level RCA Output
•     Frequency Response : 15 Hz-30K Hz
•     Signal to Noise Ratio: >95dB
•     THD:0.1 %
•     2x30 Amp Maxi Type Fuse
•     Slim Size Amplifier Design For Easy Installation
•     Dimensions: 10.63’’W x1.78’’H x 14.02’’L

VCT1500D            1500 Watt Mono Block Class D Amplifier

•     700W x 1 Output at 4 Ohms
•     1000W x 1 Output at 2 Ohms
•     1500W x 1 Output at 1 Ohm
•     1 Ohm Stable
•     MOSFET Power Supply
•     Variable Subsonicfilter : 15 Hz-40 Hz
•     Variable Low-Pass:50 Hz-150 Hz
•     V. Input Level (Gain) Control : 6V-200mV/2V-8V
•     Variable Bass Boost: 0-18dB
•     Thermal / Overload / Short Circuit Protection

•     Soft Turn On/Off
•     Power & Protection LED Indicator
•     Low Level RCA Input : 10K Ohms
•     Line Level RCA Output
•     Frequency Response : 15 Hz-150 Hz
•     Signal to Noise Ratio: >95dB
•     THD:0.1 %
•     2x30 Amp Maxi Type Fuse
•     Slim Size Amplifier Design For Easy Installation
•     Dimensions: 10.63’’W x1.78’’H x 12.13’’L

VCT3000D            3000 Watt Mono Block Class D Amplifier

•     1000W x 1 Output at 4 Ohms
•     2000W x 1 Output at 2 Ohms
•     3000W x 1 Output at 1 Ohm
•     1 Ohm Stable
•     MOSFET Power Supply
•     Variable Subsonicfilter : 15 Hz-40 Hz
•     Variable Low-Pass:50 Hz-150 Hz
•     V. Input Level (Gain) Control : 6V-200mV/2V-8V
•     Variable Bass Boost: 0-18dB
•     Thermal / Overload / Short Circuit Protection

•     Soft Turn On/Off
•     Power & Protection LED Indicator
•     Low Level RCA Input:10K Ohms
•     Line Level RCA Output
•     Frequency Response : 15 Hz-150 Hz
•     Signal to Noise Ratio: >95dB
•     THD:0.1 %
•     2x50 Amp Maxi Type Fuse
•     Slim Size Amplifier Design For Easy Installation
•     Dimensions: 10.63’’W x 1.78’’H x 14.17’’L

Vector Amplifiers
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VCAP10000            Vector 100 Farad 16 Volt  Hybrid Double Capacitor

•     Chrome Plated Case
•     Blue Digital Display
•     Flashing Blue LED Light with Lanzar Vector Logo
•     With 1*0/4ga in & 1*0/4ga out

•     Chrome plated NEG/POS power block
•     Packaged in a aluminum tooling box
•     Dimensions: 12.953’’L x 7.149’’W x 3.386’’H

VCAP8000            Vector 80 Farad 16 Volt  Hybrid Capacitor

•     Chrome Plated Case
•     Blue Digital Display
•     Flashing Blue LED Light with Lanzar Vector Logo
•     With 1*0/4ga in & 1*0/4ga out

•     Chrome plated NEG/POS power block
•     Packaged in a aluminum tooling box
•     Dimensions: 12.165’’L x 7.149’’W x 3.386’’H

VCAP5000            Vector 50 Farad 16 Volt  Hybrid Capacitor

•     Chrome Plated Case
•     Blue Digital Display
•     Flashing Blue LED Light with Lanzar Vector Logo
•     With 1*0/4ga in & 1*0/4ga out

•     Chrome plated NEG/POS power block
•     Packaged in a aluminum tooling box
•     Dimensions: 12.165’’L x 7.149’’W x 3.386’’H

VCAP3000            Vector 30 Farad 16 Volt Hybrid Capacitor

•     Chrome Plated Case
•     Blue Digital Display
•     Flashing Blue LED Light with Lanzar Vector Logo
•     With 1*0/4ga in & 1*0/4ga out

•     Chrome plated NEG/POS power block
•     Packaged in a gift color box
•     Dimensions: 11.495’’L x 4.915’’W x 2.87’’H

VCAP1200            Vector 12 Farad 16 Volt Hybrid Capacitor

•     Chrome Plated Case
•     Blue Digital Display
•     Flashing Blue LED Light with Lanzar Vector Logo
•     With 1*0/4ga in & 1*0/4ga out

•     Chrome plated NEG/POS power block
•     Packaged in a gift color box
•     Dimensions: 11.495’’L x 4.915’’W x 2.87’’H

Vector Capacitors
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VCW10D                Vector 10’’ Dual 4 Ohm Shallow Subwoofer

•     10” High Quality Polymica Cone 
•     Butyl Rubber Surround 
•     Dual 2” High Temperature Kapton Voice Coil 
•     80 Oz Magnet Structure 
•     Rubber Magnet Cover 
•     Power Handling:250 Watts RMS/ 500 Watts Peak 

•     Frequency Response: 32Hz-2.5KHz 
•     Impedance (Per Coil): 4 Ohm 
•     Efficiency: 90dB 
•     Includes Installation Template 
•     Mounting Depth: 3.25”

VCW12D                Vector 12” Dual 4 Ohm Shallow Subwoofer

•     12’’ High Quality Polymica Cone 
•     Butyl Rubber Surround 
•     Dual 2’’ High Temperature Kapton Voice Coil 
•     80 Oz Magnet Structure 
•     Rubber Magnet Cover 
•     Power Handling: 300Watts RMS/ 600 Watts Peak 

•     Frequency Response: 28Hz-2.2KHZ 
•     Impedance (Per Coil): 4 OHM 
•     Efficiency: 91dB 
•     Includes Installation Template 
•     Mounting Depth: 3.75”

VC52                       Vector 5.25’’ 140 Watts 2-Way Slim Speakers

•     Slim 5.25’’ Speaker System 
•     Silver Coated Injection Woofer Cone 
•     Concealment Magnet 
•     1’’ High Temperature Voice Coil 
•     Neodymium Dome Tweeter 

•     Power Handling: 70 Watts RMS/ 140 Watts Max 
•     Impedance: 4 Ohm 
•     Frequency Response: 55Hz-20 KHz 
•     Includes Grills/ Wires Installation Hardware

VC5K                      Vector 5.25’’ 2-Way Slim Component Speaker System

•     Slim 5.25” Midbass Driver 
•     Silver Coated Injection Woofer Cone 
•     Concealment Magnet 
•     1” High Temperature Voice Coil 
•     Power Handling: 120 Watts RMS/ 240 Watts Max 
•     Impedance: 4 Ohm 
•     Frequency Response: 55 Hz- 6Khz 
•     Includes Grill/ Wires Installation Hardware
•     One Pair Silk Tweeter
•     1” Neo Tetron Dome Tweeter 
•     Neodymium Magnet 
•     3 Mounting Options: Flush/ Swivel/ Surface or Angle 

•     50 Watts RMS/ 100 Watts Peak 
•     Frequency Response: 1.4-24KHZ 
•     Impedance: 4 OHM
•     One Pair Passive Crossover Network
•     Two Way Passive Crossover 
•     12dB Octave Slope 
•     Silver Plated Connectors 
•     Fully-Protected Circuitry 
•     Custom Grills 
•     Mounting Hardware 
•     Wiring Kit 
•     Wiring Diagram Template

VC62                      Vector 6.5’’ 200 Watts 2-Way Slim Speakers

•     Slim 6.5’’ Speaker System 
•     Silver Coated Injection Woofer Cone 
•     Concealment Magnet 
•     1’’ High Temperature Voice Coil 
•     Neodymium Dome Tweeter 

•     Power Handling: 100 Watts RMS/ 200 Watts Max 
•     Impedance: 4 Ohm 
•     Frequency Response: 50Hz-20 KHz 
•     Includes Grills/ Wires Installation Hardware

VC6K                      Vector 6.5’’ 2-Way Slim Component Speaker System

•     Slim 6.25” Midbass Driver 
•     Silver Coated Injection Woofer Cone 
•     Concealment Magnet 
•     1” High Temperature Voice Coil 
•     Power Handling: 150 Watts RMS/ 300 Watts Max 
•     Impedance: 4 Ohm 
•     Frequency Response: 50 Hz- 6Khz 
•     Includes Grill/ Wires Installation Hardware
•     One Pair Silk Tweeter
•     1” Neo Tetron Dome Tweeter 
•     Neodymium Magnet 
•     3 Mounting Options: Flush/ Swivel/ Surface or Angle 

•     50 Watts RMS/ 100 Watts Peak 
•     Frequency Response: 1.4-24KHZ 
•     Impedance: 4 OHM 
•     One Pair Passive Crossover Network
•     Two Way Passive Crossover 
•     12dB Octave Slope 
•     Silver Plated Connectors 
•     Fully-Protected Circuitry
•     Custom Grills 
•     Mounting Hardware 
•     Wiring Kit 
•     Wiring Diagram Template

Vector Subs, Systems, Slim Speakers
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VIBE292N              Vibe 5000 Watt 2 Channel Mosfet Amplifier

•     2 x 1250 Watts RMS @ 4 Ohms 
•     2 x 2500 Watts Max @ 4 Ohms 
•     1 x 5000 Watts Max @4 Ohms Bridged 
•     2 x 2100 Watts @ 2 Ohms RMS 
•     Stiffly Regulated PWM Power Supplies 
•     Level Controls for Each Channel Pair
•     High/Low Pass Crossover Controls 
•     Heavy Aluminum Heatsink 

•     Remote Subwoofer Bass Control 
•     Electronic Crossover Network 
•     Bass Boost Circuit 
•     Bridgeable at 4 Ohms 
•     2 Ohm Stereo Stable 
•     Silver RCA Inputs 
•     Line Outs for Left Right Channels 
•     Power Protection LED Indicators 

•     Advanced Protection Circuitry 
•     Soft Turn On/Off 
•     Frequency Response: 10 Hz-40 kHz
•     S/N Ratio:95 dB 
•     Fuse: 40A x 3 
•     Dim: 10.25’’W x 2’’H x 23.03”L

VIBE262N               Vibe 4200 Watts 2 Channel Mosfet Amplifier

•     2 x 1050 Watts RMS @ 4 Ohms 
•     2 x 2100 Watts Max @ 4 Ohms 
•     1 x 4200 Watts Max @4 Ohms Bridged 
•     2 x 1750 Watts @ 2 Ohms RMS 
•     Stiffly Regulated PWM Power Supplies 
•     Level Controls for Each Channel Pair
•     High/Low Pass Crossover Controls 
•     Heavy Aluminum Heatsink 

•     Remote Subwoofer Bass Control 
•     Electronic Crossover Network 
•     Bass Boost Circuit 
•     Bridgeable at 4 Ohms 
•     2 Ohm Stereo Stable 
•     Silver RCA Inputs 
•     Line Outs for Left Right Channels 
•     Power Protection LED Indicators 

•     Advanced Protection Circuitry 
•     Soft Turn On/Off 
•     Frequency Response: 10 Hz-40 kHz
•     S/N Ratio:95 dB 
•     Fuse: 40A x 3 
•     Dim: 10.25’’W x 2.36’’H x 21.65”L

VIBE252N              Vibe 3000 Watt 2 Channel Mosfet Amplifier

•     2 x 750 Watts RMS @ 4 Ohms 
•     2 x 1500 Watts Max @ 4 Ohms 
•     1 x 3000 Watts Max @ 4 Ohms Bridged 
•     2 x 1200 Watts @ 2 Ohms RMS 
•     Stiffly Regulated PWM Power Supplies 
•     Level Controls for Each Channel Pair
•     High/Low Pass Crossover Controls 
•     Heavy Aluminum Heatsink 

•     Remote Subwoofer Bass Control 
•     Electronic Crossover Network 
•     Bass Boost Circuit 
•     Bridgeable at 4 Ohms 
•     2 Ohm Stereo Stable 
•     Silver RCA Inputs 
•     Line Outs for Left Right Channels 
•     Power Protection LED Indicators 

•     Advanced Protection Circuitry 
•     Soft Turn On/Off 
•     Frequency Response: 10 Hz-40 kHz
•     S/N Ratio: ?95 dB 
•     Fuse: 25A x 3 
•     Dim: 10.25’’W x 2.36’’H x 19.10”L

VIBE242N                Vibe 2000 Watts 2 Channel Mosfet Amplifier

•     2 x 500 Watts RMS @ 4 Ohms 
•     2 x 1000 Watts Max @ 4 Ohms 
•     1 x 2000 Watts Max @ 4 Ohms Bridged 
•     2 x 840 Watts @ 2 Ohms RMS 
•     Stiffly Regulated PWM Power Supplies 
•     Level Controls for Each Channel Pair
•     High/Low Pass Crossover Controls 
•     Heavy Aluminum Heatsink 

•     Remote Subwoofer Bass Control 
•     Electronic Crossover Network 
•     Bass Boost Circuit 
•     Bridgeable at 4 Ohms 
•     2 Ohm Stereo Stable 
•     Silver RCA Inputs 
•     Line Outs for Left Right Channels 
•     Power Protection LED Indicators 

•     Advanced Protection Circuitry 
•     Soft Turn On/Off 
•     Frequency Response: 10 Hz-40 kHz
•     S/N Ratio: ?95 dB 
•     Fuse: 30A x 2 
•     Dim: 10.25’’W x 2.36’’H x 15.16”L

VIBE232N               Vibe 1200 Watts 2 Channel Mosfet Amplifier

•     2 x 300 Watts RMS @ 4 Ohms 
•     2 x 600 Watts Max @ 4 Ohms 
•     1 x 1200 Watts Max @ 4 Ohms Bridged 
•     2 x 500 Watts @ 2 Ohms RMS 
•     Stiffly Regulated PWM Power Supplies 
•     Level Controls for Each Channel Pair
•     High/Low Pass Crossover Controls 
•     Heavy Aluminum Heatsink 

•     Remote Subwoofer Bass Control 
•     Electronic Crossover Network 
•     Bass Boost Circuit 
•     Bridgeable at 4 Ohms 
•     2 Ohm Stereo Stable 
•     Silver RCA Inputs 
•     Line Outs for Left Right Channels 
•     Power Protection LED Indicators 

•     Advanced Protection Circuitry 
•     Soft Turn On/Off 
•     Frequency Response: 10 Hz-40 kHz 
•     S/N Ratio: 95 dB
•     Fuse: 30A X 2
•     Dim: 10.25’’W x 2.36’’H x 12”L

VIBE412N                 Vibe 1000 Watt 4 Channel Mosfet Amplifier

•     4 X 125 Watts RMS @ 4 Ohms
•     4 X 2500 Watts Max @ 4 Ohms
•     2 X 500 Watts Max @4 Ohms Bridged
•     4 X 400 Watts @ 2 Ohms RMS
•     Stiffly Regulated PWM Power
•     Level Controls for Each Channel Pair
•     High/Low Pass Crossover Controls
•     Heavy Aluminum Heatsink

•     Remote Subwoofer Bass Control
•     Electronic Crossover Network
•     Line Outs For 1/2 3/4 Channels
•     Bass Boost Circuit
•     Bridgeable At 4 Ohms
•     2 Ohm Stereo Stable
•     Tri-Mode Capable
•     Silver RCA Inputs

•     Power Protection Led Indicators
•     Advanced Protection Circuitry
•     Soft Turn On/Off
•     Frequency Response: 10 Hz-40 Khz
•     S/N Ratio: 95 Db
•     Fuse: 15a X 3
•     Dim: 10.25’’W X 2.36’’H X 11.61”L

Vibe Amplifiers
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VIBE422N              Vibe 2000 Watt 4 Channel Mosfet Amplifier

•     4 X 250 Watts RMS @ 4 Ohms 
•     4 X 500 Watts Max @ 4 Ohms 
•     2 X 1000 Watts Max @ 4 Ohms Bridged 
•     4 X 400 Watts @ 2 Ohms RMS  
•     Stiffly Regulated PWM-Type Power
•     Input Level Controls For Each Pair Of Channels 
•     High/Low Pass Crossover Controls 
•     Heavy Aluminum Heatsink 
•     Remote Subwoofer Bass Control 
•     Electronic Crossover Network 
•     Line Outs For 1/2 3/4 Channels 

•     Bass Boost Circuit 
•     Bridgeable At 4 Ohms 
•     2 Ohm Stereo Stable 
•     Tri-Mode Capable 
•     Power Protection Led Indicators 
•     Advanced Protection Circuitry 
•     Soft Turn On/Off 
•     Frequency Response: 10 Hz-40 Khz
•     S/N Ratio: 95 Db
•     Fuse: 20a X 3
•     Size: 10.25’’W X 2.36’’H X 14.76’’L

VIBE432N               Vibe 4000 Watt 4 Channel Mosfet Amplifier

•     4 x 500 Watts RMS @ 4 Ohms 
•     4 x 1000 Watts Max @ 4 Ohms 
•     2 x 2000 Watts Max @ 4 Ohms Bridged 
•     4 x 850 Watts @ 2 Ohms RMS 
•     Stiffly Regulated PWM Power 
•     Input Level Controls for Each Pair of Channels 
•     High/Low Pass Crossover Controls 
•     Heavy Aluminum Heatsink 
•     Remote Subwoofer Bass Control 
•     Electronic Crossover Network 
•     Bass Boost Circuit 

•     Bridgeable at 4 Ohms 
•     2 Ohm Stereo Stable 
•     Tri-Mode Capable 
•     Power Protection LED Indicators 
•     Advanced Protection Circuitry 
•     Soft Turn On/Off 
•     Frequency Response: 10 Hz-40 kHz 
•     S/N Ratio:95 dB
•     Fuse: 25A x 3 
•     Size: 10.25’’W x 2.36’’H x 16.34’’L

VIBE532N             Vibe 3200 Watt 5 Channel Mosfet Amplifier

•     4 x 100 Watts + 1 x 200 Watts RMS @ 4 Ohms 
•     4 x 200 Watts + 1 x 400 Watts Max @ 4 Ohms 
•     2x800 Watts+1x1,600 Watts Max @ 4 Ohms Bridged 
•     4 x 175 Watts + 1 x 375 Watts @ 2 Ohms RMS 
•     Stiffly Regulated PWM-Type Power Supplies 
•     Input Level Controls for Each Pair of Channels 
•     High/Low Pass Crossover Controls 
•     Heavy Aluminum Heatsink 
•     Remote Subwoofer Bass Control 
•     Electronic Crossover Network 
•     Bass Boost Circuit 

•     Bridgeable at 4 Ohms 
•     2 Ohm Stereo Stable 
•     Tri-Mode Capable 
•     Power Protection LED Indicators 
•     Advanced Protection Circuitry 
•     Soft Turn On/Off 
•     Frequency Response: 10 Hz-40 kHz
•     S/N Ratio:95 dB 
•     Fuse: 30A x 2 
•     Size: 10.25’’W x 2.36’’H x 23.62’’L

VIBE1801DN          Vibe 1800 Watt Mono Block Mosfet Digital Amplifier

•     1 x 400 Watts RMS @ 4 Ohms 
•     1 x 800 Watts Max @ 2 Ohms 
•     1 x 1800 Watts Max @ 1.3 Ohms Bridged 
•     Bi-Ampable Strapping 
•     Class-D MOSFET PMW Design 
•     Remote Subwoofer Bass Control 
•     Mono Block Subwoofer Amplifier 
•     1 Ohm Stereo Stable 
•     Glass Epoxy PCB w/SMD Technology 
•     Silver RCA Inputs 
•     Terminals for Speaker Connection 
•     Thermal, Overload Short Protection 

•     Variable Subsonic Filter (15Hz-40Hz, 24dB/Octave) 
•     Variable Lowpass Filter (20Hz-250Hz, 24dB/Octave) 
•     Phase Control 0~180 
•     Remote Bass Control 
•     Input Impedance: 10k Ohms 
•     Soft Turn On/Off 
•     Heavy Duty Power Coated Heatsink 
•     Frequency Response: 15 Hz-150 kHz 
•     S/N Ratio:95 dB
•     Fuse: 40A x 4 
•     Size: 10.25’’(W)x2.36’’(H)x15.16’’(L)

VIBE3200DN        Vibe 3200 Watt Mono Block Mosfet Digital Amplifier

•     1 x 1200 Watts RMS @ 4 Ohms 
•     1 x 2400 Watts Max @ 2 Ohms 
•     1 x 3200 Watts Max @ 1.3 Ohms Bridged 
•     Bi-Ampable Strapping 
•     Class-D Design 
•     Remote Subwoofer Bass Control 
•     Mono Block Subwoofer Amplifier 
•     1 Ohm Stereo Stable 
•     MOSFET/PWM Power Supply 
•     Terminals for Speaker Connection 
•     Thermal, Overload Short Protection 

•     Variable Subsonic Filter (15Hz-40Hz, 24dB/Octave) 
•     Variable Lowpass Filter (20Hz-250Hz, 24dB/Octave) 
•     Phase Control 0~180 
•     Remote Bass Control 
•     Input Impedance: 10k Ohms 
•     Soft Turn On/Off 
•     Heavy Duty Power Coated Heatsink 
•     Frequency Response: 15 Hz-150kHz 
•     S/N Ratio:95 dB
•     Extra Fuse: 250A
•     Size: 10.25’’(W) x 2.36’’(H) x 21.06’’(L)

Vibe Amplifiers
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VIBE440PSU            Vibe Half DIN-In Dash 4 Band Rotary Equalizer w/ SD & USB MP3 Audio Reader

•     On-Board USB/SD Inout & Control
•     2 Selectable Balance RCA Inputs
•     Optional High Level Input
•     Variable Input Sensitivity 
•     Front, Rear & Subwoofer Outputs
•     4-Band 18dB Equalizer (50Hz-

210Hz-1kHz-20Khz)
•     Master Volume Control
•     Subwoofer Level Control
•     Subwoofer Low-Pass Crossover 
•     Fader Control
•     Blue Backlight Control

•     Frequency Resposne: 10Hz-25KHz
•     Output Signal Voltage Up to 10V
•     THD: 0.005%
•     Signal-to-Noise Ratio: 110dB
•     Size: 7”(W) x 3.625”(D) x 1.125”(H)

VIBEX5                 Vibe 3 Way Electronic Crossover Network w/Remote Subwoofer Control

•     Active 12dB Crossover 
•     Stereo/Mono Selector on Low Pass 
•     Phase Inversion (0 or 180 Degree) 
•     Sub-woofer Input On/Off Switch 
•     Variable Output Gain Control 

•     V. Bass Boost: @ 40Hz (0-18dB) 
•     Selectable Crossover Frequencies 
•     Low-Pass: 50, 80, 120, 180Hz 
•     Mid Range 
•     Hi-Pass: Flat, 80, 120, 180Hz 

•     Low-Pass: 2.4k, 3.5k, 5kHz, Flat 
•     High-Pass: 2.4k, 3.5k, 5kHz, 7kHz 
•     Remote Subwoofer Level Control 
•     S/N Ratio: 100dB 
•     Channel Separation: 70dB

VIBEX2                 Vibe 2 Way Electronic Crossover Network w/Remote Subwoofer Control

•     Hi-Pass Crossover: 80 To 2.5K Hz 
•     Lo-pass Crossover: 35 To 400 Hz 
•     V. Bass Boost Level From 0 To 12 dB 
•     Phase Shift 0/180 Degrees 

•     Hi-Pass Gain Control 
•     Lo-Pass Gain Control 
•     Lo-Pass Stereo/Mono Selector 
•     LED Power On Indicator 

•     Remote Power On/Off 
•     Subwoofer Level Control 
•     Size: 6.29’’W x 1.45’’H x 5.11’’D

VIBE750S              Vibe Half DIN In-Dash 7 Band Rotary Pre-Amp Equalizer

•     Half Din Size 
•     Gold Plated RCA Pre-amp Jacks
•     Master/Independent Band Control 
•     6 Channel RCA Outputs 
•     7 Band Graphic Equalizer 

•     12dB Boost/Cut 
•     Subwoofer Gain Control 
•     Frequency Gain Control 
•     LED Power Level Meter 
•     Remote Power On/Off 

•     Fully Isolated DC Power Supply 
•     Frequency Response: 15Hz-30kHz 
•     Dimensions: 1’’H x 7’’W x 6.25’’D

VIBE740V              Vibe Half DIN In-Dash 7 Band Rotary Pre-Amp Equalizer

•     Half Din Size 
•     Pre-amp Input Via RCA Jacks 
•     Output Volume Control 
•     7 Band Graphic Equalizer 
•     LED Power Level Meter 

•     Remote Power On/Off 
•     12dB Boost/Cut 
•     Rotary Band Control 
•     Rotary Fader 
•     4 Channel RCA Outputs 

•     Isolated DC to DC Power Supply 
•     Frequency Response: 15Hz-30kHz 
•     Dimensions: 1’’H x 7’’W x 6.25’’D

VIBE540P              Vibe Half DIN In-Dash 5 Band Parametric Equalizer

•     Half Din Size 
•     Pre-amp Line Inputs Via RCA 
•     Output Volume Control 
•     Sub Output Gain Control 
•     Input Gain Adjustments 
•     Frequency Gain Control 

•     5 Band Graphic Equalizer 
•     5 Band Parametric Control 
•     20 Total Frequency Band Selector 
•     Defeat Switch 
•     Remote Power On/Off 
•     12dB Boost/Cut 

•     Rotary Band Control 
•     Rotary Fader 
•     6 Channel RCA Outputs 
•     S/N Ratio: 90dB 
•     Frequency Response: 15Hz-30kHz 
•     Dimensions: 1’’H x 7’’W x 6.25’’D

VIBEX6                 Vibe 3 Way Electronic Crossover Network w/Remote Subwoofer Control

•     3-Way Electronic Crossover 
•     Hi-Pass: 32Hz-800Hz For F&R
•     10x Freq. Multiplier Front Channel 
•     Low-Pass: 50Hz-160Hz Subwoofer 

•     12dB Per Octave Crossover Slope 
•     V. Bass Frequency: 40Hz-120kHz 
•     Boost Level: 0-12dB 
•     Parallel Input, Mix In/Out Switches 

•     Remote Subwoofer Level Control 
•     Power On LED Indicator 
•     Dimensions: 7.5’’H x 7’’W x 1.4’’D

VIBEX8                 Vibe 3 Way Electronic Crossover Network w/Remote Subwoofer Control

•     High Pass Frequencies: 40Hz-400Hz 
•     Frequency Multipliers: X1 or X20 
•     Selectable Slope 6dB/12dB/Octave 
•     Parallel Input Switch 
•     Low-Pass Frequencies: 32Hz-250Hz 

•     Bass Boost: 0~12dB 
•     Bass Boost Frequency: 25Hz-250Hz 
•     Subwoofer Phase Shifter Switch 
•     Subwoofer Stereo/Mono Switch 
•     Remote Subwoofer Level Control 

•     Fully Adjustable Output Levels
•     Remote Turn On
•     LED Power Indicator
•     Gold Plated RCA 
•     Dimensions: 8.5’’ x 6’’ x 1.125’’

VIBEXE3               Vibe Half DIN In-Dash 3 Way Electronic Crossover/5 Band Equalizer

•     50Hz - 6.5k Hz Fader Control Levels 
•     Subwoofer Level Controls 
•     Master Level Controls 
•     Peak LED 
•     Input Level Adjustment 

•     3 Pre-Outs 
•     Front Hi-Pass: 100Hz/150Hz/200Hz 
•     Rear Hi-Pass 80Hz/100Hz/150Hz 
•     Low-Pass: 50Hz/80Hz/100Hz/120Hz 
•     THD: 0.03% 

•     Channel Separation:>80dB 
•     Freq. Response: 10Hz to 30k Hz 
•     Dimensions: 1’’H x 7.5’’W x 5’’D

Vibe Crossovers / Equalizers
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VW64                    Vibe 6.5” 600 Watts 4 Ohm Subwoofer

•     Black P.P. Cone
•     Speacially Treated Foam Edge Suspension
•     1.5’’ High Temperature Single Voice Coil
•     Magnet Weight: 40 Oz

•     600 Watts Max Power Handling
•     Impedance: 4 Ohm
•     Chromed Back Plate Cover
•     Rubber magnet Boot Cover

VW84                    Vibe 800 Watts 8” 4 Ohm Subwoofer

•     Black P.P. Cone
•     Speacially Treated Foam Edge Suspension
•     1.5’’ High Temperature Single Voice Coil
•     Magnet Weight:50 Oz
•     400 Watts RMS, 800 Watts Max Power Handling

•     Impedance: 4 Ohm
•     SPL:88dB
•     Frequency Response: 80Hz-4000 Hz
•     Chromed Back Plate Cover
•     Rubber magnet Boot Cover

VW104                   Vibe 10” 1200 Watt 4 Ohm Chrome Subwoofer

•     Black P.P. Cone 
•     Specially Treated Foam Edge Suspension 
•     2.0’ High Temperature Single Voice Coil 
•     Magnet Weight: 70 OZ 

•     1200 Watts Max Power Handling 
•     Impedance: 4 Ohm 
•     Chromed Back Plate Cover 
•     Rubber Magnet Boot Cover

VW124                    Vibe 12’’ 4 Ohm 1600 Watt Chrome Subwoofer

•     Black P.P. Cone 
•     Specially Treated Foam Edge Suspension 
•     2.5’ High Temperature Single Voice Coil 
•     Magnet Weight: 95 OZ
•     800 Watts RMS,1600 Watts Max Power Handling 

•     Impedance: 4 Ohm
•     SPL:90dB
•     Frequency Response: 60Hz-3500 Hz 
•     Chromed Back Plate Cover 
•     Rubber Magnet Boot Cover

VW154                    Vibe 15” 2000 Watt 4 Ohm Chrome Subwoofer

•     Black P.P. Cone 
•     Specially Treated Foam Edge Suspension 
•     2.5’’ High Temperature Single Voice Coil 
•     Magnet Weight: 120 Oz 

•     2000 Watts Max Power Handling 
•     Impedance: 4 Ohm 
•     Chromed Back Plate Cover 
•     Rubber Magnet Boot Cover

VW10D                    Vibe 10” 1200 Watt Dual 4 Ohm Chrome Subwoofer

•     Black P.P. Cone 
•     Specially Treated Foam Edge Suspension 
•     2.0” High Temperature Dual Voice Coil 
•     Magnet Weight: 70 Oz 

•     1200 Watts Max Power Handling 
•     Impedance: 4 Ohm 
•     Chromed Back Plate Cover 
•     Rubber Magnet Boot Cover

VW12D                    Vibe 12’’ 1600 Watt Dual 4 Ohm Chrome Subwoofer

•     Black P.P. Cone 
•     Specially Treated Foam Edge Suspension 
•     2.5’ High Temperature Dual Voice Coil 
•     Magnet Weight: 95 OZ
•     800 Watts RMS, 1600 Watts Max Power Handling 

•     Impedance: 4 Ohm
•     SPL:90dB
•     Frequency Response: 50Hz-3500 Hz   
•     Chromed Back Plate Cover 
•     Rubber Magnet Boot Cover

VW15D                   Vibe 15’’ 2000 Watt Dual 4 Ohm Chrome Subwoofer

•     Black P.P. Cone 
•     Specially Treated Foam Edge Suspension 
•     2.5’ High Temperature Dual Voice Coil 
•     Magnet Weight: 120 OZ 
•     1000 Watts RMS, 2000 Watts Max Power Handling 

•     Impedance: 4 Ohm
•     SPL:90dB 
•     Frequency Response: 40Hz-3000 Hz  
•     Chromed Back Plate Cover 
•     Rubber Magnet Boot Cover

Vibe Subwoofers
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VX683                    VX 6’’x 8’’ Three-Way Speakers

•     Standard 6’’ x 8’’ Size Fits OEM Locations 
•     Poly-Mica Coated Woofer Cone 
•     1’’ High Temperature Voice Coil 
•     Neodymium Dome Tweeter 
•     Film Cone Midrange 
•     Power Handling: 130 Watts RMS/260 Watts Max 

•     Impedance: 4 Ohms 
•     Frequency Response: 50-22kHz 
•     Rubber Boot Magnet Cover 
•     Mounting Depth: 2.25’’ 
•     Includes Grills, Wires and Installation Hardware

VX630                   VX 6.5’’ Three-Way Speakers

•     Standard 6.5’’ Size Fits OEM Locations 
•     Poly-Mica Coated Woofer Cone 
•     1’’ High Temperature Voice Coil 
•     Neodymium Dome Tweeter 
•     Power Handling: 90 Watts RMS/180 Watts Max 

•     Impedance: 4 Ohms 
•     Frequency Response: 50-22kHz 
•     Rubber Boot Magnet Cover 
•     Mounting Depth: 2.48’’ 
•     Includes Grills, Wires and Installation Hardware

VX573                    VX 5’’x 7’’/6’’x 8’’ Three-Way Speakers

•     Standard 5’’x7’’/6’’x8’’ Size Fits OEM Locations 
•     Poly-Mica Coated Woofer Cone 
•     1’’ High Temperature Voice Coil 
•     Film Cone Midrange 
•     Neodymium Dome Tweeter 
•     Power Handling: 115 Watts RM/230 Watts Max 

•     Impedance: 4 Ohms 
•     Frequency Response: 54-22kHz 
•     Rubber Boot Magnet Cover 
•     Mounting Depth: 2’’ 
•     Includes Grills, Wires and Installation Hardware

VX420                    VX 4’’ Two-Way Speakers

•     Standard 4’’ Size Fits OEM Locations 
•     Poly-Mica Coated Woofer Cone 
•     1’’ High Temperature Voice Coil 
•     Neodymium Dome Tweeter 
•     Power Handling: 50 Watts RMS/100 Watts Max 

•     Impedance: 4 Ohms 
•     Frequency Response: 66-20kHz
•     Rubber Boot Magnet Cover 
•     Mounting Depth: 1.83’’ 
•     Includes Grills, Wires and Installation Hardware

VX320                    VX 3.5’’ Two-Way Speakers

•     Standard 3.5’’ Size Fits OEM Locations 
•     Poly-Mica Coated Woofer Cone 
•     1’’ High Temperature Voice Coil 
•     Neodymium Dome Tweeter 
•     Power Handling: 40 Watts RMS/80 Watts Max 

•     Impedance: 4 Ohms 
•     Frequency Response: 66-20kHz 
•     Rubber Boot Magnet Cover 
•     Mounting Depth: 1.65’’ 
•     Includes Wires and Installation Hardware

VX693                    VX 6’’x 9’’ Three-Way Speakers

•     Standard 6’’ x 9’’ Size Fits OEM Locations 
•     Poly-Mica Coated Woofer Cone 
•     1.25’’ High Temperature Voice Coil 
•     Neodymium Dome Tweeter 
•     Film Cone Midrange 
•     Power Handling: 150 Watts RMS/300 Watts Max 

•     Impedance: 4 Ohms 
•     Frequency Response: 41-22kHz 
•     Rubber Boot Magnet Cover 
•     Mounting Depth: 3.11’’ 
•     Includes Grills, Wires and Installation Hardware

VX830                   VX 8” Three-Way Speakers

•     Standard 8’’ Size Fits OEM Locations 
•     Poly-Mica Coated Woofer Cone 
•     1.5’’ High Temperature Voice Coil 
•     Neodymium Dome Tweeter 
•     Film Cone Midrange 
•     Power Handling: 200 Watts RMS/400 Watts Max 

•     Impedance: 4 Ohms 
•     Frequency Response: 37-22kHz 
•     Rubber Boot Magnet Cover 
•     Mounting Depth: 3.35’’ 
•     Includes Grills, Wires and Installation Hardware

VX694                   VX 6’’x 9’’ Four-Way Speakers

•     Standard 6’’ x 9’’ Size Fits OEM Locations 
•     Poly-Mica Coated Woofer Cone 
•     1.25’’ High Temperature Voice Coil 
•     Neodymium Dome Tweeter 
•     .75’’ Film Cone Tweeter 
•     Film Cone Midrange 

•     Power Handling: 200 Watts RMS/400 Watts Max 
•     Impedance: 4 Ohms 
•     Frequency Response: 41-22kHz 
•     Rubber Boot Magnet Cover 
•     Mounting Depth: 3.11’’ 
•     Includes Grills, Wires and Installation Hardware

VX Series Speakers
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VX7104                   VX 7’’x 10’’ Four-Way Speakers

•     Standard 7’’ x 10’’ Size Fits OEM Locations 
•     Poly-Mica Coated Woofer Cone 
•     1.5’’ High Temperature Voice Coil 
•     .5’’ Film Dome Tweeter 
•     Film Cone Midrange 
•     Power Handling: 225 Watts RMS/450 Watts Max 

•     Impedance: 4 Ohms 
•     Frequency Response: 41-22kHz 
•     Rubber Boot Magnet Cover 
•     Mounting Depth: 3.11’’ 
•     Includes Grills, Wires and Installation Hardware

VX462                    VX 4’’x 6’’ Two-Way Speakers

•     Standard 4’’ x 6’’ Size Fits OEM Locations 
•     Poly-Mica Coated Woofer Cone
•     1’’ High Temperature Voice Coil
•     Neodymium Dome Tweeter
•     Power Handling: 60 Watts RMS/120 Watts Max

•     Impedance: 4 Ohms
•     Frequency Response: 62-22kHz
•     Rubber Boot Magnet Cover
•     Mounting Depth: 1.97’’
•     Includes Grills, Wires and Installation Hardware

VX520                   VX 5.25’’ Two-Way Speakers

•     Standard 5.25’’ Size Fits OEM Locations 
•     Poly-Mica Coated Woofer Cone 
•     1’’ High Temperature Voice Coil 
•     Neodymium Dome Tweeter 
•     Power Handling: 60 Watts RMS/120 Watts Max 

•     Impedance: 4 Ohms 
•     Frequency Response: 55-20kHz 
•     Rubber Boot Magnet Cover 
•     Mounting Depth: 1.75’’ 
•     Includes Grills, Wires and Installation Hardware

VX572                    VX 5’’x 7’’/6’’x 8’’ Two-Way Speakers

•     Standard 5’’x7’’/6’’x8’’ Size Fits OEM Locations 
•     Poly-Mica Coated Woofer Cone 
•     1’’ High Temperature Voice Coil 
•     Film Cone Midrange 
•     Neodymium Dome Tweeter 
•     Power Handling: 90 Watts RMS/180 Watts Max 

•     Impedance: 4 Ohms 
•     Frequency Response: 54-22kHz 
•     Rubber Boot Magnet Cover 
•     Mounting Depth: 2’’ 
•     Includes Grills, Wires and Installation Hardware

VX610                     VX Super Slim 6.5’’ Two-Way Speakers

•     Standard 6.5’’ Size Fits OEM Locations 
•     Poly-Mica Coated Woofer Cone 
•     1’’ High Temperature Voice Coil 
•     Neodymium Dome Tweeter 
•     Power Handling: 80 Watts RMS/160 Watts Max 

•     Impedance: 4 Ohms 
•     Frequency Response: 66-22kHz 
•     Rubber Boot Magnet Cover 
•     Mounting Depth: 1.75’’ 
•     Includes Grills, Wires and Installation Hardware

VX620                    VX 6.5’’ Two-Way Speakers

•     Standard 6.5’’ Size Fits OEM Locations 
•     Poly-Mica Coated Woofer Cone 
•     1’’ High Temperature Voice Coil 
•     Neodymium Dome Tweeter 
•     Power Handling: 90 Watts RMS/180 Watts Max 

•     Impedance: 4 Ohms 
•     Frequency Response: 50-22kHz 
•     Rubber Boot Magnet Cover 
•     Mounting Depth: 2.36’’ 
•     Includes Grills, Wires and Installation Hardware

VX692                     VX 6’’x 9’’ Two-Way Speakers

•     Standard 6’’ x 9’’ Size Fits OEM Locations 
•     Poly-Mica Coated Woofer Cone 
•     1.25’’ High Temperature Voice Coil 
•     Film Cone Midrange/Tweeter 
•     Power Handling: 125 Watts RMS/250 Watts Max 

•     Impedance: 4 Ohms 
•     Frequency Response: 45-22kHz 
•     Rubber Boot Magnet Cover 
•     Mounting Depth: 3.11’’ 
•     Includes Grills, Wires and Installation Hardware

VX Series Speakers
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VX460S                  VX 4’’ x 6’’ Two-Way Slim Mount Speakers

•     Standard 4’’ x 6’’ Size Fits OEM Locations 
•     Poly-Mica Coated Woofer Cone 
•     Concealed Neodymium Magnet 
•     1’’ High Temperature Voice Coil 
•     Neodymium Dome Tweeter 

•     Power Handling: 60 Watts RMS/120 Watts Max 
•     Impedance: 4 Ohms 
•     Frequency Response: 66-22kHz 
•     Mounting Depth: 1.15’’ 
•     Includes Grills, Wires and Installation Hardware

VX40S                   VX 4’’ Two-Way Slim Mount Speakers

•     Concealed Neodymium Magnet 
•     Standard 4’’ Size Fits OEM Locations 
•     Poly-Mica Coated Woofer Cone 
•     1’’ High Temperature Voice Coil 
•     Neodymium Dome Tweeter 

•     Power Handling: 50 Watts RMS/100 Watts Max 
•     Impedance: 4 Ohms 
•     Frequency Response: 66-20kHz 
•     Mounting Depth: 1.2’’ 
•     Includes Grills, Wires and Installation Hardware

VX530                    VX 5.25’’ Three-Way Speakers

•     Standard 5.25’’ Size Fits OEM Locations 
•     Poly-Mica Coated Woofer Cone 
•     1’’ High Temperature Voice Coil 
•     Neodymium Dome Tweeter 
•     Power Handling: 85 Watts RMS/170 Watts Max 

•     Impedance: 4 Ohms 
•     Frequency Response: 55-20kHz 
•     Rubber Boot Magnet Cover 
•     Mounting Depth: 1.75’’ 
•     Includes Grills, Wires and Installation Hardware

VX430                   VX 4’’ Three-Way Speakers

•     Standard 4’’ Size Fits OEM Locations 
•     Poly-Mica Coated Woofer Cone 
•     1’’ High Temperature Voice Coil 
•     Neodymium Dome Tweeter 
•     Power Handling: 75 Watts RMS/150 Watts Max 

•     Impedance: 4 Ohms 
•     Frequency Response: 66-20kHz 
•     Rubber Boot Magnet Cover 
•     Mounting Depth: 1.75’’ 
•     Includes Grills, Wires and Installation Hardware

VX410                     VX 4’’x 10’’ Three-Way Speakers

•     Standard 4’’ x 10’’ Size Fits OEM Locations 
•     Poly-Mica Coated Woofer Cone 
•     1’’ High Temperature Voice Coil 
•     Neodymium Dome Tweeter 
•     Film Cone Midrange 
•     Power Handling: 90 Watts RMS/180 Watts Max 

•     Impedance: 4 Ohms 
•     Frequency Response: 55-22kHz 
•     Rubber Boot Magnet Cover 
•     Mounting Depth: 2.798’’ 
•     Includes Grills, Wires and Installation Hardware

VX50S                    VX 5.25’’ Two-Way Slim Mount Speaker System

•     Concealed Neodymium Magnet 
•     Standard 5.25’’ Size Fits OEM Locations 
•     Poly-Mica Coated Woofer Cone 
•     1’’ High Temperature Voice Coil 
•     Neodymium Dome Tweeter 

•     Power Handling: 60 Watts RMS/120 Watts Max 
•     Impedance: 4 Ohms 
•     Frequency Response: 55-20kHz 
•     Mounting Depth: 1.25’’ 
•     Includes Grills, Wires and Installation Hardware

VX60S                    VX 6.5’’ Two-Way Slim Mount Speaker System

•     Concealed Neodymium Magnet 
•     Standard 6.5’’ Size Fits OEM Locations 
•     Poly-Mica Coated Woofer Cone 
•     1’’ High Temperature Voice Coil 
•     Neodymium Dome Tweeter 

•     Power Handling: 90 Watts RMS/180 Watts Max 
•     Impedance: 4 Ohms 
•     Frequency Response: 50-20kHz 
•     Mounting Depth: 1.45’’ 
•     Includes Grills, Wires and Installation Hardware

VX104S                  VX 4’’x 10’’ Two-Way Slim Mount Speaker System

•     Slim Mounting Neodymium Magnet 
•     Standard 4’’ x 10’’ Size Fits OEM Locations 
•     Poly-Mica Coated Woofer Cone 
•     1’’ High Temperature Voice Coil 
•     Neodymium Dome Tweeter 

•     Power Handling: 90 Watts RMS/180 Watts Max 
•     Impedance: 4 Ohms 
•     Frequency Response: 55-22kHz 
•     Mounting Depth: 1.5’’ 
•     Includes Grills, Wires and Installation Hardware

VX Series Speakers
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DCT                     1’’ Silk Dome Neodymium Flush, Surface or Angle Mount Tweeter

•     1’’ Silk Dome Tweeter 
•     High Density Neodymium Magnet 
•     Tri-Way Mounting System: Flush, Surface or Angle
•     Ferro Fluid Cooling 

•     Frequency Response: 1.3-24k Hz 
•     SPL: 96 dB @ 1W/1M 
•     Power Handling: 150 Watts

TWS                       1’’ Titanium Dome Neodymium Flush, Surface or Angle Mount Tweeter

•     1’’ Titanium Dome Tweeter 
•     High Density Neodymium Magnet 
•     Tri-Way Mounting System: Flush, Surface or Angle
•     Ferro Fluid Cooling 

•     12 dB Crossover Network 
•     Frequency Response: 2-25kHz 
•     SPL: 96 dB @ 1W/1M 
•     Power Handling: 200 Watts

TCS                          1’’ Silk Dome Neodymium Flush, Surface or Angle Mount Tweeter

•     1’’ Silk Dome Tweeter 
•     High Density Neodymium Magnet 
•     Tri-Way Mounting System: Flush, Surface or Angle
•     Ferro Fluid Cooling 

•     Frequency Response: 1.4-24k Hz 
•     SPL: 94 dB @ 1W/1M 
•     Power Handling: 200 Watts

VST                        0.5” Neodymium Flush, Surface or Angle Mount Tweeters

•     .5’’ Mylar Dome 
•     High Density Neodymium Magnet 
•     Tri-Way Mounting System: Flush, Surface or Swivel 
•     Ferro Fluid Cooling 

•     12dB Crossover Network 
•     Frequency Response: 1.3-22k Hz 
•     SPL: 92 dB @ 1W/1M 
•     Power Handling: 100 Watts

VB26                      Vibe 500 Watts 6.5’’ 2 Way Coaxial Speakers

•     Standard 6.5’’ Size Fits OEM Locations 
•     High Quality Injection Cone 
•     Non-Fatiguing Butyl Rubber Surround 
•     1’’ High Temperature Kapton Voice Coil 
•     1’’ Silk Dome Neo-Tweeter 
•     25 Oz Magnet Structure 

•     Rubber Magnet Boot
•     Power Handling: 250 Watts RMS / 500 Watts Peak 
•     Frequency Response: 55-20KHz 
•     Impedance: 4 Ohms 
•     Mounting Depth: 2.66’’ 
•     Includes Molded Grills, Wires, Hardware

MTP5X7                 5’’ x 7’’/6’’ x 8’’ Two-Way Plate Speaker System

•     Standard 5’’x 7/6’’x8’’ Size Fits OEM Cut-Outs 
•     Special Mica-Poly Composite Cone 
•     Non-Fatiguing Butyl Rubber Surround 
•     High Temperature Voice Coil 
•     High Density Barium Ferrite Magnet 
•     .5’’ Mylar Dome Neodymium Tweeter 
•     Swivel Tweeter Positioning 
•     Built-In Crossover Capacitor 

•     Rubber Boot Magnet Cover 
•     Power: 85 Watts RMS/170 Watts Peak (Full-Range)
•     100 Watts RMS/200 Watts Peak (Crossed-Over) 
•     Frequency Response: 55Hz - 23kHz (Full-Range)
•     200Hz - 23kHz (Crossed-Over Mode) 
•     4 Ohms Impedance 
•     Mounting Depth: 2.1’’ 
•     Wiring Diagram and Installation Template Included

VX6C                      VX 6.5’’ Two-Way Custom Component System

•     6.5’’ Midbass Driver 
•     Poly-Mica Coated Woofer Cone 
•     1’’ High Temperature Voice Coil 
•     Power Handling: 120 Watts RMS/240 Watts Peak 
•     Frequency Response: 50-22kHz 
•     Impedance:4 Ohms
•     One Pair Tweeter:
•     .5’’ Mylar Dome Tweeter 
•     Neodymium Magnet 

•     Tri-Way Mounting System: Flush, Swivel, Surface 
•     Frequency Response: 1.3k-22k Hz 
•     Impedance: 4 Ohms
•     One Pair Passive Crossover Network:
•     Two-Way Passive Crossovers 
•     12 dB Octave Slope 
•     Silver Plated Connectors 
•     Fully Protected Circuitry With dB Switch 
•     Includes Grills, Wires, Diagram, Template, Hardware

VX5C                       VX 5.25’’ Two-Way Custom Component System

•     One Pair 5.25’’ Midbass
•     Poly-Mica Coated Woofer Cone 
•     1’’ High Temperature Voice Coil 
•     Power Handling: 100 Watts RMS/200 Watts Peak 
•     Impedance: 4 Ohms
•     One Pair Tweeter:
•     .5’’ Mylar Dome Tweeter 
•     Neodymium Magnet 
•     Tri-Way Mounting System: Flush, Swivel, Surface

•     Frequency Response: 1.3k-22k Hz 
•     Impedance: 4 Ohms
•     One Pair Passive Crossover Network:
•     Two-Way Passive Crossovers 
•     12 dB Octave Slope 
•     Silver Plated Connectors 
•     Fully Protected Circuitry With dB Switch 
•     Includes Grills, Wires, Diagram, Template, Hardware

VX Series Speakers / Tweeters
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VCHB112                Vector 1200 Watt Single 12’’ Slim Designed Bass Box Enclosure

•     12’’ High Power 4 OHM Subwoofer 
•     Silver PP Cone With Rubber Edge 
•     2.0’’ Aluminum Voice Coil 

•     Rear Vented Design 
•     1200 Watts MAX Power Handling 
•     Dimension: 20.8’’W x 15’’H x 12’’D

VCHB110                Vector 1000 Watts Single 10’’ Slim Designed Bass Box Enclosure

•     10’’ High Power 4 OHM Subwoofer 
•     Silver PP Cone With Rubber Edge 
•     1.5’’ Aluminum Voice Coil 

•     Rear Vented Design 
•     1000 Watts MAX Power Handling 
•     Dimension: 19’’W x 13’’H x 11.2’’D

HBP212                  1200 Watt Dual 12’’ Bandpass Subwoofer System

•     Contains Two 12’’ Drivers
•     Impedance: 4 Ohms
•     Double Jet-port
•     High Quality MDF Construction
•     Plexiglass Front Window
•     Non-Press Paper Cone

•     2.5’’ Aluminum Voice Coil
•     Quick Connect Speaker Terminal
•     SPL: 107dB@1W/1M
•     Frequency Response: 37-1KHz
•     1200 Watts Max Rated
•     Dimensions: 14’’H x 31’’W x 14’’D

MXBP212               Max Pro 2000 Watt Dual 12’’ Subwoofer Ported Enclosure

•     Two 12’’ High Power 4 Ohm Subwoofer 
        Non-Press Paper Cone 
•     Specially Treated Black Foam Suspension 
•     2.5’’ Kapton Voice Coil 
•     Specially Textured Vinyl Wrap 

•     Raised Woofer Gasket Trimplate 
•     High Quality Durable Construction 
•     Built-In Streamline Grill 
•     2000 Watts Max Power Handling 
•     Dimensions: 14.8’’ x 37’’W x 14’’D 

MXBB122               Max Pro Dual 12’’ 2400 Watt  High Power Ported Subwoofer Enclosure

•     Two 12’’ High Power 4 Ohm Subwoofer 
       Non-Press Paper Cone 
•     Specially Treated Black Foam Suspension 

•     2.0’’ Kapton Voice Coil 
•     2400 Watts Max Power Handling 
•     Dimensions: 14.5’’H x 30’’W x 16.4’’D

VCHB210               Vector 2000 Watts Dual 10’’ Slim Designed Bass Box Enclosure

•     Dual 10’’ High Power 4 OHM Subwoofer 
•     Silver PP Cone With Rubber Edge 
•     1.5’’ Aluminum Voice Coil 

•     Rear Vented Design 
•     2000 Watts MAX Power Handling 
•     Dimension: 29.9’’W x 13’’H x 11.2’’D

Bandpass Subwoofers
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VCHB212                Vector 2400 Watts Dual 12’’ Slim Designed Bass Box Enclosure

•     Double 12’’ High Power 4 OHM Subwoofer 
•     Silver PP Cone With Rubber Edge 
•     2.0’’ Aluminum Voice Coil 

•     Rear Vented Design 
•     2400 Watts MAX Power Handling 
•     Dimension: 34’’W x 15’’H x 12’’D

VCHB310                Vector 3000 Watts Triple 10’’ Slim Designed Bass Box Enclosure

•     Three 10’’ High Power 4 OHM Subwoofer 
•     Silver PP Cone With Rubber Edge 
•     1.5’’ Aluminum Voice Coil 

•     Rear Vented Design 
•     3000 Watts MAX Power Handling 
•     Dimension: 41’’W x 13’’H x 11.2’’D

VCTBS8                  Vector 8’’ Ultra Slim 600 Watt High Power Amplified Subwoofer Enclosure

•     Suitable for Under-seat Installations
•     Low Level RCA  Input 
•     High Level Speaker Line Input 
•     Green LED Power  Status Indicator 
•     Red LED Protection Status Indicator 
•     Remote Bass Boost Level Control 
•     Phase Shift Switch: 0 or 180˚ 
•     Adjustable Input Sensitivity: 0.2V-3V 
•     0 to +12dB Variable Bass Boost (@45Hz) 

•     Low Pass Filter (50-150 Hz) 
•     Remote Turn-On Soft Start/Stop Delay 
•     Thermal, and Overload Protection Circuits 
•     Fuse: 2 x 15A 
•     Max Power: 600 Watt 
•     RMS Power:  300 Watt 
•     Dimension: 14. 5’’(D) x 9.5’’(W) x 3’’(H) 
•     Weight 10.5 Lbs

VCTBS10               800 Watts Max 10’’ Super Slim Active Subwoofer

•     10’’ Slim woofer 
•     RCA low level input
•     High level input
•     Green & red LED power status indicator
•     Remote level control
•     Phase shift switch: 0 or 180°
•     Adjustable input sensitivity: 0.2V-3V
•     0 to +12dB variable Bass Boost (@45Hz)

•     Low pass filter (50-150 Hz)
•     Soft delay remote turn-on
•     Thermal, short and overload protection circuits
•     Fuse: 2x20A
•     Max power: 800 watt
•     RMS Power: 400 watt
•     Dimension:  15’’ X11.8’’ X 3’’
•     Weight: 15.5 LBS.

Bandpass / Slim Subwoofers
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AMPKIT0              Contaq 5000 Watt 0 Gauge Power Amp Kit

•     Transparent Blue Power Cable (16FT) 
•     Transparent Silver Ground Cable (3FT) 
•     Transparent Blue Remote Cable (15FT) 
•     Transparent Blue Interconnect Audio Cable (15FT) 
•     Transparent Speaker Cable (20FT) Accessories: 
•     ANL Fuse Holder 1PC 
•     150 Amp ANL Fuse 1PC 

•     Spade Terminals 4 PCS 
•     Ring Terminals 2PCS 
•     Butt Connector 1PC 
•     Cable TIE Grommet 1PC 
•     Crimp Caps 3PCS 
•     White Screw 1PC

AMPKIT4              Contaq 1800 Watt 4 Gauge Power Amp Kit

•     Transparent Blue Power Cable (16FT) 
•     Transparent Silver Ground Cable (3FT) 
•     Transparent Blue Remote Cable (15FT) 
•     Transparent Speaker Cable (20FT) Accessories: 
•     AGU Fuse Holder 1PC 
•     AGU Fuse 1PC 

•     Spade Terminals 4 PCS 
•     Ring Terminals 2PCS 
•     Butt Connector 1PC 
•     Cable TIE Grommet 1PC 
•     Crimp Caps 3PCS 
•     White Screw 1PC

AMPKIT8              Contaq 1200 Watt 8 Gauge Power Amp Kit

•     Transparent Blue Power Cable (16FT) 
•     Transparent Silver Ground Cable (3FT) 
•     Transparent Blue Remote Cable (15FT) 
•     Transparent Speaker Cable (20FT) Accessories 
•     AGU Fuse Holder 1PC 
•     AGU Fuse 1PC 

•     Spade Terminals 4 PCS 
•     Ring Terminals 2PCS 
•     Butt Connector 1PC 
•     Cable TIE Grommet 1PC 
•     Crimp Caps 3PCS 
•     White Screw 1PC

LQ16CAP               Contaq 1.6 Farad 12 Volt  Power Capacitor

•     Capacitance +/_5 % 
•     12 Volt DC 
•     20-24 Volt Surge, 105C  
•     Lowest E.S.R.
•     1 Pair of Clear Bracket 

•     Chrome Plated Post Kits 
•     Blue Voltage Display/ Flash LEDs 
•     Charging Bulb & Mounting Hardware Included 
•     Dia. 3.5” x H. 8.86”

LQ19CAP               Contaq 1.9 Farad 12 Volt Power Capacitor
•     Capacitance +/_5 % 
•     12 Volt DC 
•     20-24 Volt Surge, 105C  
•     Lowest E.S.R.
•     1 Pair of Clear Bracket 

•     Chrome Plated Post Kits 
•     Blue Voltage Display/ Flash LEDs 
•     Charging Bulb & Mounting Hardware Included 
•     Dia. 3.5” x H. 8.86”

LQ42                      Contaq 4 Gauge 1’ Power Cable & In-Line Fuse Kit

•     1ft(0.3m) 4 Gauge Red Power Cable 
•     AGU In-Line Clear Fuse Holder 

•     60 Amp AGU Fuse 
•     4 Gauge Terminal Ring

LQ43                       Contaq 4 Gauge Power & Speaker Amp Kit

•     20ft Silver Power Cable w In-Line Fuse Holder 
•     3ft Transparent Black Ground Cable 
•     16ft Blue Remote Cable 

•     1 Pair of 17ft Clear RCA Audio Cables 
•     30ft Clear Dual Conductor Speaker Cable

LQ44                      Contaq 4 Gauge 20’ Power Cable & In-Line Fuse Kit

•     20ft 4 Gauge Red Power Cable 
•     AGU In-Line Clear Fuse Holder 

•     60 Amp AGU Fuse 
•     4 Gauge Terminal Ring

LQRC4                   Contaq 4ft Braided Screen Insulated RCA Interconnect Cable

•     Braided Screen
•     Double Shielding

•     Colorful RCA Plugs

LQ30CAP              Contaq 3.0 Farad 12 Volt  Power Capacitor

•     Capacitance +/_5 % 
•     12 Volt DC 
•     20-24 Volt Surge, 105C  
•     Lowest E.S.R.1 Pair of Clear Bracket 

•     Chrome Plated Post Kits 
•     Blue Voltage Display/ Flash LEDs 
•     Charging Bulb & Mounting Hardware Included 
•     Dia. 3.5” x H. 8.86”

Contaq Wiring / Capacitors
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AQA430SL            1800 Watts 4 Channel Mini Mosfet Marine Amplifier

•     4 x 300 Watts RMS @ 4 Ohms
•     4 x 600 Watts MAX @ 4 Ohms
•     2 x 1200 Watts MAX @ 4 Ohms Bridged
•     4 x 450 Watts RMS @ 2 Ohms
•     Electronic Crossover Network
•     Bass Boost Circuit Bridgeable at 4 Ohms
•     2 Ohms Stereo Stable
•     Gold RCA Inputs
•     Line Out for Left and Right Channel
•     Low Pass Filter / High Pass Filter Controls

•      Power and Protection LED Indicators
•     Soft Turn On/Off
•     Stainless Waterproof Hardware
•     S/N Ratio : > 90 dB
•     Channel Separation : > 65 dB
•     Frequency Response : 20 – 40K Hz
•     HPF Freq. Response : 50 - 500 Hz
•     LPF Freq. Response : 50 – 500 Hz
•     Subwoofer Remote Level Control Fuse : 30A x 1
•     Dimension : 8.03’’(L) x 6.22’’(W) x 1.73’’(H)

AQA430WT            1800 Watts 4 Channel Mini Mosfet Marine Amplifier

•     4 x 300 Watts RMS @ 4 Ohms
•     4 x 600 Watts MAX @ 4 Ohms
•     2 x 1200 Watts MAX @ 4 Ohms Bridged
•     4 x 450 Watts RMS @ 2 Ohms
•     Electronic Crossover Network
•     Bass Boost Circuit
•     Bridgeable at 4 Ohms
•     2 Ohms Stereo Stable
•     Gold RCA Inputs
•     Line Out for Left and Right Channel
•     Low Pass Filter / High Pass Filter Controls

•     Power and Protection LED Indicators
•     Soft Turn On/Off
•     Stainless Waterproof Hardware
•     S/N Ratio : > 90 dB
•     Channel Separation : > 65 dB
•     Frequency Response : 20 Hz – 40kHz
•     HPF Freq. Response : 50 - 500 Hz
•     LPF Freq. Response : 50 – 500 Hz
•     Subwoofer Remote Level Control
•     Fuse : 30A x 1
•     Dimension : 7.22’’(L) x 6.22’’(W) x 1.73’’(H)

AQTB8                   8’’ 1000 Watts Low-Profile Super Slim Active Amplified Marine/Waterproof Subwoofer System

•     RCA Low Level Input, High Level Inputs
•     Green and Red LED Power Status Indicator
•     Remote Level Control Phase Shift Switch : 0 or 180°
•     Adjustable Input Sensitivity : 0.2V-3V 0 to +12Db
•      Variable Bass Boost (@ 45Hz)
•     Low Pass Filter (50-150 Hz)

•     Remote Turn-On
•     Thermal, Short and Overload Protection Circuits
•     Fuse : 2 x 15A
•     Max Power: 600 Watts, RMS Power: 300 Watts
•     Dimension : 14.5’’(D) x 9.5’’(W) x 3’’(H)
•     Weight : 10.5 LBS

AQ5DCW              300 Watts 5.25’’ Dual Cone Marine Speakers (White Color)

•     5.25’’ High Quality Polypropylene Cone
•     Resin Treatment Surround
•     Water-Resistant Construction
•     1’’ High Temperature Kapton Voice Coil
•     Full Range Dual cone to Extend Higher Frequency
•     15 Oz Magnet Structure
•     150 Watts Rated Peak Power

•     Frequency Response: 70Hz-20K Hz
•     4 Ohm Impedance
•     Sensitivity: 89dB
•     Includes Installation Hardware
•     Mounting Depth:2.14” (54.5 mm)
•     Cut-out Size:4.29” (109 mm)
•     Sold as : Pair

AQ5CXW             400 Watts 5.25’’ 2-Way Marine Speakers (White Color)

•     5.25’’ High Quality Polypropylene Cone
•     Resin Treatment Surround
•     Water-Resistant Construction
•     2 Way Attachable Grille Design
•     1’’ High Temperature Kapton Voice Coil
•     0.5’’ Superior Dome Tweeter
•     15 Oz Magnet Structure
•     200 Watts Rated Peak Power

•     Frequency Response: 65Hz-20K Hz
•     4 Ohm Impedance
•     Sensitivity: 89dB
•     Includes Grills, Mounting Gasket, Hardware
•     Mounting Depth: 54 mm
•     Cut-out Size: F118 mm
•     Sold as : Pair

Marine Amplifiers / Speakers / Subwoofers
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AQ65CMW            500 Watts 6.5’’ 2-Way Marine Component System (Silver Color)

•     One Pair 6.5’’ Mid Bass Speaker
•     6.5’’ High Quality Polypropylene Cone
•     Resin Treatment Surround
•     Water-Resistant Construction
•     2 Way Attachable Grille Design
•     1’’ High Temperature Kapton Voice Coil
•     20 Oz Magnet Structure
•     500 Watts Rated Peak Power
•     Frequency Response: 65Hz-20K Hz
•     4 Ohm Impedance

•     Sensitivity: 90dB
•     Mounting Depth: 2.60’’
•     One Pair 0.75’’ Neodymium Dome Tweeter
•     Flush and Angled Surface Mount Capabilites
•     Impedance: 4 Ohm
•     One Pair Two-Way Passive Crossover Network
•     Impedance: 4 Ohm
•     Accessories Includes: Grills, Wires, Installation  
       Hardware, Wiring Kit, Wiring Diagram, Template

AQ69CXW            500 Watts 6’’X9’’ 2-Way Marine Speakers (White Color)

•     6’’X9’’ High Quality Polypropylene Cone
•     Resin Treatment Surround
•     Water-Resistant Construction
•     2 Way Attachable Grille Design
•     1.25’’ High Temperature Kapton Voice Coil
•     0.5’’ Superior Dome Tweeter
•     35 Oz Magnet Structure
•     500 Watts Rated Peak Power

•     Frequency Response: 50Hz-20K Hz
•     4 Ohm Impedance
•     Sensitivity: 93dB
•     Includes Custom Grills, Mounting Gasket, 
        Installation Hardware
•     Mounting Depth: 3.38” (86 mm)
•     Cut-out Size: 8.66” x 5.90” (220x150 mm)
•     Sold as : Pair

AQ7CXW              500 Watts 7.7’’ 2-Way Marine Speakers (White Color)

•     7.7’’ High Quality Polypropylene Cone 
•     Resin Treatment Surround 
•     Water-Resistant Construction 
•     2 Way Attachable Grille Design 
•     1’’ High Temperature Kapton Voice Coil 
•     0.5’’ Superior Dome Tweeter 
•     25 Oz Magnet Structure 
•     500 Watts Rated Peak Power 

•     Frequency Response: 60Hz-20K Hz 
•     4 Ohm Impedance 
•     Sensitivity: 92dB 
•     Includes Custom Grills, Mounting Gasket,  
       Installation Hardware 
•     Mounting Depth: 2.75” (70 mm)  
•     Cut-out Size: 6.06” (154 mm) 
•     Sold as : Pair

AQ6CXW              450 Watts 6.5’’ 2-Way Marine Speakers (White Color)

•     6.5’’ High Quality Polypropylene Cone 
•     Resin Treatment Surround 
•     Water-Resistant Construction 
•     2 Way Attachable Grille Design 
•     1’’ High Temperature Kapton Voice Coil 
•     0.5’’ Superior Dome Tweeter 
•     20 Oz Magnet Structure 
•     450 Watts Rated Peak Power 

•     Frequency Response: 65Hz-20K Hz 
•     4 Ohm Impedance 
•     Sensitivity: 90dB 
•     Includes Custom Grills, Mounting Gasket,  
       Installation Hardware 
•     Mounting Depth: 2.55” (65 mm)  
•     Cut-out Size: 5.31” (135 mm) 
•     Sold as : Pair

AQ6DCW              360 Watts 6.5’’ Dual Cone Marine Speakers (White Color)

•     6.5’’ High Quality Polypropylene Cone
•     Resin Treatment Surround
•     Water-Resistant Construction
•     1’’ High Temperature Kapton Voice Coil
•     Full Range Dual cone to Extend Higher Frequency
•     20 Oz Magnet Structure
•     360 Watts Rated Peak Power

•     Frequency Response: 65Hz-20K Hz
•     4 Ohm Impedance
•     Sensitivity: 90dB
•     Includes Installation Hardware
•     Mounting Depth: 61 mm
•     Cut-out Size: F129 mm
•     Sold as : Pair

AQW10                   800 Watts 10’’ Marine Subwoofer (White Color)

•     10’’ High Quality Polypropylene Cone
•     Butyl Rubber Surround
•     Water-Resistant Construction
•     Attachable Grille Design
•     2’’  High Temperature Kapton Voice Coil
•     60 Oz Magnet Structure
•     800 Watts Rated Peak Power

•     Frequency Response: 38 - 3.5K Hz
•     4 Ohm Impedance
•     Sensitivity: 89 dB
•     Includes Custom Grills, Installation Hardware
•     Mounting Depth: 4.44” (113 mm)
•     Cut-out Size: 8.77” (223 mm)

Marine Speakers / Subwoofers
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AQ69CXS             500 Watts 6’’X9’’ 2-Way Marine Speakers (Silver Color)

•     6’’X9’’ High Quality Polypropylene Cone
•     Resin Treatment Surround
•     Water-Resistant Construction
•     2 Way Attachable Grille Design
•     1.25’’ High Temperature Kapton Voice Coil
•     0.5’’ Superior Dome Tweeter
•     35 Oz Magnet Structure
•     500 Watts Rated Peak Power

•     Frequency Response: 50Hz-20K Hz
•     4 Ohm Impedance
•     Sensitivity: 93dB
•     Includes Custom Grills, Mounting Gasket, 
        Installation Hardware
•     Mounting Depth: 3.38” (86 mm)
•     Cut-out Size: 8.66” x 5.90” (220x150 mm)
•     Sold as : Pair

AQ7CXS                500 Watts 7.7’’ 2-Way Marine Speakers (Silver Color)

•     7.7’’ High Quality Polypropylene Cone 
•     Resin Treatment Surround 
•     Water-Resistant Construction 
•     2 Way Attachable Grille Design 
•     1’’ High Temperature Kapton Voice Coil 
•     0.5’’ Superior Dome Tweeter 
•     25 Oz Magnet Structure 
•     500 Watts Rated Peak Power 

•     Frequency Response: 60Hz-20K Hz 
•     4 Ohm Impedance 
•     Sensitivity: 92dB 
•     Includes Custom Grills, Mounting Gasket,  
       Installation Hardware 
•     Mounting Depth: 2.75” (70 mm)  
•     Cut-out Size: 6.06” (154 mm)  
•     Sold as : Pair

AQ6CXS                400 Watts 6.5’’ 2-Way Marine Speakers (Silver Color)

•     6.5’’ High Quality Polypropylene Cone 
•     Resin Treatment Surround 
•     Water-Resistant Construction 
•     2 Way Attachable Grille Design 
•     1’’ High Temperature Kapton Voice Coil 
•     0.5’’ Superior Dome Tweeter 
•     20 Oz Magnet Structure 
•     400 Watts Rated Peak Power 

•     Frequency Response: 65Hz-20K Hz 
•     4 Ohm Impedance 
•     Sensitivity: 90dB 
•     Includes Custom Grills, Mounting Gasket,  
       Installation Hardware 
•     Mounting Depth: 2.55” (65 mm)  
•     Cut-out Size: 5.31” (135 mm) 
•     Sold as : Pair

AQ6DCS                360 Watts 6.5’’ Dual Cone Marine Speakers (Silver Color)

•     6.5’’ High Quality Polypropylene Cone 
•     Resin Treatment Surround 
•     Water-Resistant Construction 
•     1’’ High Temperature Kapton Voice Coil 
•     Full Range Dual cone to Extend Higher Frequency 
•     20 Oz Magnet Structure 
•     360 Watts Rated Peak Power 

•     Frequency Response: 65Hz-20K Hz 
•     4 Ohm Impedance 
•     Sensitivity: 90dB 
•     Includes Installation Hardware 
•     Mounting Depth: 2.40” (61 mm)   
•     Cut-out Size: 5.07” (129 mm)  
•     Sold as : Pair

AQ5CXS               400 Watts 5.25’’ 2-Way Marine Speakers (Silver Color)

•     5.25’’ High Quality Polypropylene Cone 
•     Resin Treatment Surround 
•     Water-Resistant Construction 
•     2 Way Attachable Grille Design 
•     1’’ High Temperature Kapton Voice Coil 
•     0.5’’ Superior Dome Tweeter 
•     15 Oz Magnet Structure 
•     200 Watts Rated Peak Power 

•     Frequency Response: 65Hz-20K Hz 
•     4 Ohm Impedance 
•     Sensitivity: 89dB 
•     Includes Custom Grills, Mounting Gasket, 
        Installation Hardware 
•     Mounting Depth: 2.12” (54 mm)  
•     Cut-out Size: 4.64” (118 mm) 
•     Sold as : Pair

AQ65CMS            400 Watts 6.5’’ 2-Way Marine Component System (White Color)

•     One Pair 6.5’’ Mid Bass Speaker
•     6.5’’ High Quality Polypropylene Cone
•     Resin Treatment Surround
•     Water-Resistant Construction
•     2 Way Attachable Grille Design
•     1’’ High Temperature Kapton Voice Coil
•     20 Oz Magnet Structure
•     400 Watts Rated Peak Power
•     Frequency Response: 65Hz-20K Hz
•     4 Ohm Impedance

•     Sensitivity: 90dB
•     Mounting Depth: 2.60’’
•     One Pair 0.75’’ Neodymium Dome Tweeter
•     Flush and Angled Surface Mount Capabilities
•     Impedance: 4 Ohm
•     One Pair Two-Way Passive Crossover Network
•     Impedance: 4 Ohm
•     Accessories Include: Grills, Wires, Installation  
       Hardware, Wiring Kit, Wiring Diagram, Template,

Marine Speakers
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AQWB65W            500 Watts 6.5’’ 2-Way Marine Wake Board Speakers (White Color)

•     Great For Monitor or Surround Sound Applications
•     6.5’’ High Quality Polypropylene Cone
•     Butyl Rubber Surround
•     Water-Resistant Construction
•     1’’ High Temperature Kapton Voice Coil
•     0.5’’ Superior Dome Tweeter
•     30 Oz Magnet Structure
•     500 Watts Rated Peak Power

•     Frequency Response: 70 - 20K Hz
•     4 Ohm Impedance
•     Sensitivity: 91 dB
•     Heavy Duty Plastic Cabinet
•     Gold Plated Plug Terminals
•     1.5’’ ~ 2.5’’ Tube Mounting Bracket Included
•     Includes Custom Grills, Installation Hardware
•     Sold as : Piece

AQWB65B            500 Watts 6.5’’ 2-Way Marine Wake Board Speakers (Black Color)

•     Great For Monitor or Surround Sound Applications
•     6.5’’ High Quality Polypropylene Cone
•     Butyl Rubber Surround
•     Water-Resistant Construction
•     1’’ High Temperature Kapton Voice Coil
•     0.5’’ Superior Dome Tweeter
•     30 Oz Magnet Structure
•     500 Watts Rated Peak Power

•     Frequency Response: 70 - 20K Hz
•     4 Ohm Impedance
•     Sensitivity: 91 dB Heavy Duty
•     Plastic Cabinet Gold Plated Plug Terminals
•     1.5’’ ~ 2.5’’ Tube Mounting Bracket Included
•     Includes Custom Grills, Installation Hardware
•     Sold as : Piece

AQWB69W            300 Watts 6’’x 9’’ 4-Way Marine Wake Board Speakers (White Color)

•     Great for Monitor or Surround Sound Applications
•     6’’ x 9’’ High Quality Polypropylene Cone
•     Butyl Rubber Surround
•     Water-Resistant Construction
•     1.25’’ High Temperature Kapton Voice Coil
•     2’’ Cone Midrange + 0.5’’ Superior Dome Tweeter 
•     40 Oz Magnet Structure
•     300 Watts Rated Peak Power

•     Frequency Response: 60 - 20K Hz
•     4 Ohm Impedance
•     Sensitivity: 93 dB
•     Heavy Duty Plastic Cabinet
•     Gold Plated Plug Terminals
•     2’’ ~ 3’’ Tube Mounting Bracket Included
•     Includes Custom Grills, Installation Hardware
•     Sold as : Piece

AQWB69B            300 Watts 6’’x 9’’ 4-Way Marine Wake Board Speakers (Black Color)

•     Great for Monitor or Surround Sound Applications
•     6’’ x 9’’ High Quality Polypropylene Cone
•     Butyl Rubber Surround
•     Water-Resistant Construction
•     1.25’’ High Temperature Kapton Voice Coil
•     2’’ Cone Midrange + 0.5’’ Superior Dome Tweeter 
•     40 Oz Magnet Structure
•     300 Watts Rated Peak Power

•     Frequency Response: 60 - 20K Hz
•     4 Ohm Impedance
•     Sensitivity: 93 dB
•     Heavy Duty Plastic Cabinet
•     Gold Plated Plug Terminals
•     2’’ ~ 3’’ Tube Mounting Bracket
•     Includes Custom Grills, Installation Hardware
•     Sold as : Piece

AQ5DCS                300 Watts 5.25’’ Dual Cone Marine Speakers (Silver Color)

•     5.25’’ High Quality Polypropylene Cone 
•     Resin Treatment Surround 
•     Water-Resistant Construction 
•     1’’ High Temperature Kapton Voice Coil 
•     Full Range Dual cone to Extend Higher Frequency 
•     15 Oz Magnet Structure 
•     150 Watts Rated Peak Power 

•     Frequency Response: 70Hz-20K Hz 
•     4 Ohm Impedance 
•     Sensitivity: 89dB 
•     Includes Installation Hardware 
•     Mounting Depth: 2.14” (54.5 mm)   
•     Cut-out Size: 4.29” (109 mm) 
•     Sold as : Pair

Marine Wake Board Speakers




