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AQ65CMW            500 Watts 6.5’’ 2-Way Marine Component System (Silver Color)

•     One Pair 6.5’’ Mid Bass Speaker
•     6.5’’ High Quality Polypropylene Cone
•     Resin Treatment Surround
•     Water-Resistant Construction
•     2 Way Attachable Grille Design
•     1’’ High Temperature Kapton Voice Coil
•     20 Oz Magnet Structure
•     500 Watts Rated Peak Power
•     Frequency Response: 65Hz-20K Hz
•     4 Ohm Impedance

•     Sensitivity: 90dB
•     Mounting Depth: 2.60’’
•     One Pair 0.75’’ Neodymium Dome Tweeter
•     Flush and Angled Surface Mount Capabilites
•     Impedance: 4 Ohm
•     One Pair Two-Way Passive Crossover Network
•     Impedance: 4 Ohm
•     Accessories Includes: Grills, Wires, Installation  
       Hardware, Wiring Kit, Wiring Diagram, Template

AQ69CXW            500 Watts 6’’X9’’ 2-Way Marine Speakers (White Color)

•     6’’X9’’ High Quality Polypropylene Cone
•     Resin Treatment Surround
•     Water-Resistant Construction
•     2 Way Attachable Grille Design
•     1.25’’ High Temperature Kapton Voice Coil
•     0.5’’ Superior Dome Tweeter
•     35 Oz Magnet Structure
•     500 Watts Rated Peak Power

•     Frequency Response: 50Hz-20K Hz
•     4 Ohm Impedance
•     Sensitivity: 93dB
•     Includes Custom Grills, Mounting Gasket, 
        Installation Hardware
•     Mounting Depth: 3.38” (86 mm)
•     Cut-out Size: 8.66” x 5.90” (220x150 mm)
•     Sold as : Pair

AQ7CXW              500 Watts 7.7’’ 2-Way Marine Speakers (White Color)

•     7.7’’ High Quality Polypropylene Cone 
•     Resin Treatment Surround 
•     Water-Resistant Construction 
•     2 Way Attachable Grille Design 
•     1’’ High Temperature Kapton Voice Coil 
•     0.5’’ Superior Dome Tweeter 
•     25 Oz Magnet Structure 
•     500 Watts Rated Peak Power 

•     Frequency Response: 60Hz-20K Hz 
•     4 Ohm Impedance 
•     Sensitivity: 92dB 
•     Includes Custom Grills, Mounting Gasket,  
       Installation Hardware 
•     Mounting Depth: 2.75” (70 mm)  
•     Cut-out Size: 6.06” (154 mm) 
•     Sold as : Pair

AQ6CXW              450 Watts 6.5’’ 2-Way Marine Speakers (White Color)

•     6.5’’ High Quality Polypropylene Cone 
•     Resin Treatment Surround 
•     Water-Resistant Construction 
•     2 Way Attachable Grille Design 
•     1’’ High Temperature Kapton Voice Coil 
•     0.5’’ Superior Dome Tweeter 
•     20 Oz Magnet Structure 
•     450 Watts Rated Peak Power 

•     Frequency Response: 65Hz-20K Hz 
•     4 Ohm Impedance 
•     Sensitivity: 90dB 
•     Includes Custom Grills, Mounting Gasket,  
       Installation Hardware 
•     Mounting Depth: 2.55” (65 mm)  
•     Cut-out Size: 5.31” (135 mm) 
•     Sold as : Pair

AQ6DCW              360 Watts 6.5’’ Dual Cone Marine Speakers (White Color)

•     6.5’’ High Quality Polypropylene Cone
•     Resin Treatment Surround
•     Water-Resistant Construction
•     1’’ High Temperature Kapton Voice Coil
•     Full Range Dual cone to Extend Higher Frequency
•     20 Oz Magnet Structure
•     360 Watts Rated Peak Power

•     Frequency Response: 65Hz-20K Hz
•     4 Ohm Impedance
•     Sensitivity: 90dB
•     Includes Installation Hardware
•     Mounting Depth: 61 mm
•     Cut-out Size: F129 mm
•     Sold as : Pair

AQW10                   800 Watts 10’’ Marine Subwoofer (White Color)

•     10’’ High Quality Polypropylene Cone
•     Butyl Rubber Surround
•     Water-Resistant Construction
•     Attachable Grille Design
•     2’’  High Temperature Kapton Voice Coil
•     60 Oz Magnet Structure
•     800 Watts Rated Peak Power

•     Frequency Response: 38 - 3.5K Hz
•     4 Ohm Impedance
•     Sensitivity: 89 dB
•     Includes Custom Grills, Installation Hardware
•     Mounting Depth: 4.44” (113 mm)
•     Cut-out Size: 8.77” (223 mm)

Marine Speakers / Subwoofers
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AQ69CXS             500 Watts 6’’X9’’ 2-Way Marine Speakers (Silver Color)

•     6’’X9’’ High Quality Polypropylene Cone
•     Resin Treatment Surround
•     Water-Resistant Construction
•     2 Way Attachable Grille Design
•     1.25’’ High Temperature Kapton Voice Coil
•     0.5’’ Superior Dome Tweeter
•     35 Oz Magnet Structure
•     500 Watts Rated Peak Power

•     Frequency Response: 50Hz-20K Hz
•     4 Ohm Impedance
•     Sensitivity: 93dB
•     Includes Custom Grills, Mounting Gasket, 
        Installation Hardware
•     Mounting Depth: 3.38” (86 mm)
•     Cut-out Size: 8.66” x 5.90” (220x150 mm)
•     Sold as : Pair

AQ7CXS                500 Watts 7.7’’ 2-Way Marine Speakers (Silver Color)

•     7.7’’ High Quality Polypropylene Cone 
•     Resin Treatment Surround 
•     Water-Resistant Construction 
•     2 Way Attachable Grille Design 
•     1’’ High Temperature Kapton Voice Coil 
•     0.5’’ Superior Dome Tweeter 
•     25 Oz Magnet Structure 
•     500 Watts Rated Peak Power 

•     Frequency Response: 60Hz-20K Hz 
•     4 Ohm Impedance 
•     Sensitivity: 92dB 
•     Includes Custom Grills, Mounting Gasket,  
       Installation Hardware 
•     Mounting Depth: 2.75” (70 mm)  
•     Cut-out Size: 6.06” (154 mm)  
•     Sold as : Pair

AQ6CXS                400 Watts 6.5’’ 2-Way Marine Speakers (Silver Color)

•     6.5’’ High Quality Polypropylene Cone 
•     Resin Treatment Surround 
•     Water-Resistant Construction 
•     2 Way Attachable Grille Design 
•     1’’ High Temperature Kapton Voice Coil 
•     0.5’’ Superior Dome Tweeter 
•     20 Oz Magnet Structure 
•     400 Watts Rated Peak Power 

•     Frequency Response: 65Hz-20K Hz 
•     4 Ohm Impedance 
•     Sensitivity: 90dB 
•     Includes Custom Grills, Mounting Gasket,  
       Installation Hardware 
•     Mounting Depth: 2.55” (65 mm)  
•     Cut-out Size: 5.31” (135 mm) 
•     Sold as : Pair

AQ6DCS                360 Watts 6.5’’ Dual Cone Marine Speakers (Silver Color)

•     6.5’’ High Quality Polypropylene Cone 
•     Resin Treatment Surround 
•     Water-Resistant Construction 
•     1’’ High Temperature Kapton Voice Coil 
•     Full Range Dual cone to Extend Higher Frequency 
•     20 Oz Magnet Structure 
•     360 Watts Rated Peak Power 

•     Frequency Response: 65Hz-20K Hz 
•     4 Ohm Impedance 
•     Sensitivity: 90dB 
•     Includes Installation Hardware 
•     Mounting Depth: 2.40” (61 mm)   
•     Cut-out Size: 5.07” (129 mm)  
•     Sold as : Pair

AQ5CXS               400 Watts 5.25’’ 2-Way Marine Speakers (Silver Color)

•     5.25’’ High Quality Polypropylene Cone 
•     Resin Treatment Surround 
•     Water-Resistant Construction 
•     2 Way Attachable Grille Design 
•     1’’ High Temperature Kapton Voice Coil 
•     0.5’’ Superior Dome Tweeter 
•     15 Oz Magnet Structure 
•     200 Watts Rated Peak Power 

•     Frequency Response: 65Hz-20K Hz 
•     4 Ohm Impedance 
•     Sensitivity: 89dB 
•     Includes Custom Grills, Mounting Gasket, 
        Installation Hardware 
•     Mounting Depth: 2.12” (54 mm)  
•     Cut-out Size: 4.64” (118 mm) 
•     Sold as : Pair

AQ65CMS            400 Watts 6.5’’ 2-Way Marine Component System (White Color)

•     One Pair 6.5’’ Mid Bass Speaker
•     6.5’’ High Quality Polypropylene Cone
•     Resin Treatment Surround
•     Water-Resistant Construction
•     2 Way Attachable Grille Design
•     1’’ High Temperature Kapton Voice Coil
•     20 Oz Magnet Structure
•     400 Watts Rated Peak Power
•     Frequency Response: 65Hz-20K Hz
•     4 Ohm Impedance

•     Sensitivity: 90dB
•     Mounting Depth: 2.60’’
•     One Pair 0.75’’ Neodymium Dome Tweeter
•     Flush and Angled Surface Mount Capabilities
•     Impedance: 4 Ohm
•     One Pair Two-Way Passive Crossover Network
•     Impedance: 4 Ohm
•     Accessories Include: Grills, Wires, Installation  
       Hardware, Wiring Kit, Wiring Diagram, Template,

Marine Speakers
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AQWB65W            500 Watts 6.5’’ 2-Way Marine Wake Board Speakers (White Color)

•     Great For Monitor or Surround Sound Applications
•     6.5’’ High Quality Polypropylene Cone
•     Butyl Rubber Surround
•     Water-Resistant Construction
•     1’’ High Temperature Kapton Voice Coil
•     0.5’’ Superior Dome Tweeter
•     30 Oz Magnet Structure
•     500 Watts Rated Peak Power

•     Frequency Response: 70 - 20K Hz
•     4 Ohm Impedance
•     Sensitivity: 91 dB
•     Heavy Duty Plastic Cabinet
•     Gold Plated Plug Terminals
•     1.5’’ ~ 2.5’’ Tube Mounting Bracket Included
•     Includes Custom Grills, Installation Hardware
•     Sold as : Piece

AQWB65B            500 Watts 6.5’’ 2-Way Marine Wake Board Speakers (Black Color)

•     Great For Monitor or Surround Sound Applications
•     6.5’’ High Quality Polypropylene Cone
•     Butyl Rubber Surround
•     Water-Resistant Construction
•     1’’ High Temperature Kapton Voice Coil
•     0.5’’ Superior Dome Tweeter
•     30 Oz Magnet Structure
•     500 Watts Rated Peak Power

•     Frequency Response: 70 - 20K Hz
•     4 Ohm Impedance
•     Sensitivity: 91 dB Heavy Duty
•     Plastic Cabinet Gold Plated Plug Terminals
•     1.5’’ ~ 2.5’’ Tube Mounting Bracket Included
•     Includes Custom Grills, Installation Hardware
•     Sold as : Piece

AQWB69W            300 Watts 6’’x 9’’ 4-Way Marine Wake Board Speakers (White Color)

•     Great for Monitor or Surround Sound Applications
•     6’’ x 9’’ High Quality Polypropylene Cone
•     Butyl Rubber Surround
•     Water-Resistant Construction
•     1.25’’ High Temperature Kapton Voice Coil
•     2’’ Cone Midrange + 0.5’’ Superior Dome Tweeter 
•     40 Oz Magnet Structure
•     300 Watts Rated Peak Power

•     Frequency Response: 60 - 20K Hz
•     4 Ohm Impedance
•     Sensitivity: 93 dB
•     Heavy Duty Plastic Cabinet
•     Gold Plated Plug Terminals
•     2’’ ~ 3’’ Tube Mounting Bracket Included
•     Includes Custom Grills, Installation Hardware
•     Sold as : Piece

AQWB69B            300 Watts 6’’x 9’’ 4-Way Marine Wake Board Speakers (Black Color)

•     Great for Monitor or Surround Sound Applications
•     6’’ x 9’’ High Quality Polypropylene Cone
•     Butyl Rubber Surround
•     Water-Resistant Construction
•     1.25’’ High Temperature Kapton Voice Coil
•     2’’ Cone Midrange + 0.5’’ Superior Dome Tweeter 
•     40 Oz Magnet Structure
•     300 Watts Rated Peak Power

•     Frequency Response: 60 - 20K Hz
•     4 Ohm Impedance
•     Sensitivity: 93 dB
•     Heavy Duty Plastic Cabinet
•     Gold Plated Plug Terminals
•     2’’ ~ 3’’ Tube Mounting Bracket
•     Includes Custom Grills, Installation Hardware
•     Sold as : Piece

AQ5DCS                300 Watts 5.25’’ Dual Cone Marine Speakers (Silver Color)

•     5.25’’ High Quality Polypropylene Cone 
•     Resin Treatment Surround 
•     Water-Resistant Construction 
•     1’’ High Temperature Kapton Voice Coil 
•     Full Range Dual cone to Extend Higher Frequency 
•     15 Oz Magnet Structure 
•     150 Watts Rated Peak Power 

•     Frequency Response: 70Hz-20K Hz 
•     4 Ohm Impedance 
•     Sensitivity: 89dB 
•     Includes Installation Hardware 
•     Mounting Depth: 2.14” (54.5 mm)   
•     Cut-out Size: 4.29” (109 mm) 
•     Sold as : Pair

Marine Wake Board Speakers




